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OLFLEX® SERVO FD 795 P/ CP
Highly Flexible, UL/CSA Approved, Continuous Flex Servo Cable in
Various Configurations

OLFLEX® SERVO FD 795 P/ CP is an industrial grade servo cable available
in power only or power and feedback conductors.  It has a polyurethane
jacket and is compatible with most major servo drive manufacturers.

Recommended Applications:
Motor connections for Servo motors, Automation equipment, Machine tool,
Food & beverage, Automotive, Pick-n-place, Packaging industry 

Application Advantage:
• Excellent cold temperature performance 

down to -40oC
• The pairs are individually shielded for 

noise protection
• Flexing travel distance up to 328 feet
• PUR jacket for optimal oil and abrasion 

resistance

OLFLEX® SERVO FD 795 P Construction:
Finely stranded bare copper conductors; pairs and power conductors are insulated with special elastomeric compound;
pairs shielded with aluminum foil and tinned copper shield; overall non-woven material; specially formulated black
polyurethane jacket.

Oil Resistance:
OR-05

Flame
Resistance:

FR-02

Motion Type:
CF-01

Mechanical
Properties:

MP-05

Cable Attributes, See Page 653

SKINTOP®

Strain Relief:
Page 486

EPIC®

Connectors:
Page 251

OLFLEX®

Tubing:
Page 546

SKINTOP®

MS-SC:
Page 486

Complete the installation with:

OLFLEX® SERVO FD 795 CP Construction:
Finely stranded bare copper conductors; pairs and power conductors are insulated with special elastomeric compounds;
pairs shielded with aluminum foil and tinned copper shield; 2 pair versions: each pair has an overall elastomeric jacket;
overall tinned copper braid (85% coverage); non-woven material wrapping over the braid; specially formulated orange
polyurethane outer jacket. 

Minimum Bending Radius
- SERVO FD 795 P 5 x cable diameter
- SERVO FD 795 CP 7.5 x cable diameter

Temperature Range:
- for flexing: -40oC to +80oC
- for static: -50oC to +80oC

Nominal Voltage:
- Power Conductors: 600V
- Control Conductors: 300V

Test Voltage: Power: 4000V
Signal: 750V

Conductor Stranding: Extra fine wire in acc. to VDE 
0295 Cl.6/ IEC 228 Cl.6

Color Code: Black conductors with white 
numbers, plus green/yellow gnd
Pairs are black with white 
numbers 5+6 (1pr) 7+8 (2 pr)

Approvals: UL: - AWM Style 20234
- AWM Style 20235

CSA: - AWM II A/B FT1 
(Power only cable)

Technical Data:

Availability:

Standard put-ups are
164ft, 328ft, 1640ft,
and 3280ft. Bulk
reels can be cut to
length.
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OLFLEX® SERVO FD 795 P/ CP
Highly Flexible, UL/CSA Approved, Continuous Flex Servo Cable in
Various Configurations

OLFLEX® SERVO FD 795 P: Power Conductors Only

3028479
3028276
3028277
3028278
3028279
3028280
3028281
3028282
3028283
0037094
0037095

19 AWG/ 4c
16 AWG/ 4c
14 AWG/ 4c
12 AWG/ 4c
10 AWG/ 4c
8 AWG/ 4c
6 AWG/4c
4 AWG/ 4c
2 AWG/ 4c
1 AWG/ 4c

2/0 AWG/ 4c

19
39
65

103
155
258
413
645
903

1290
1806

10.1
11.1
12.1
14.1
15.6
20.9
27.3
31.5
35.5
43.3
49.1

69
96

128
187
185
441
711

1031
1367
1998
2623

103
143
191
278
376
657

1058
1535
2035
2973
3903

.398

.437

.476

.555

.614

.823
1.075
1.240
1.398
1.705
1.933

OLFLEX® SERVO FD 795 P: Power and Feedback/ Signal Pair

3028268
3028269
3028270
3028271
3028272
3028273
3028274
3028275

Part
Number

Power
Conductors

Copper
Weight
lbs/mft

Approx.
Weight

lbs/mft kg/km

Nominal Outer
Diameter

inches mm

Plus

+
+
+
+
+
+
+
+

Signal Pairs
Individually Shielded

18 AWG/ 1pr
18 AWG/ 1pr
18 AWG/ 1pr
18 AWG/ 1pr
18 AWG/ 1pr
16 AWG/ 1pr
16 AWG/ 1pr
16 AWG/ 1pr

55
81

119
171
277
454
686
944

12.9
13.3
15.3
16.9
21.4
26.8
30.0
33.2

112
124
163
196
464
763

1041
1338

166
185
243
292
690

1136
1549
1991

.508

.524

.602

.665

.843
1.055
1.181
1.307

16 AWG/ 4c
14 AWG/ 4c
12 AWG/ 4c
10 AWG/ 4c
8 AWG/ 4c
6 AWG/ 4c
4 AWG/ 4c
2 AWG/ 4c

OLFLEX® SERVO FD 795 CP: Power and Feedback/ Signal Pair(s)- Overall Shield

0037060
0037061
0037062
0037063
0037064
0037065
0037066
0037067
0037068
0037069
0037070
0037071
0037072
0037073
0037074

Part
Number

Power
Conductors

Copper
Weight
lbs/mft

Approx.
Weight

lbs/mft kg/km

Nominal Outer
Diameter

inches mm

Plus

+
+
+
+
+
+
+
+
+
+
+
+
+
+
+

Signal Pairs
Individually Shielded

18 AWG/ 1pr
18 AWG/ 1pr
18 AWG/ 1pr
18 AWG/ 1pr
18 AWG/ 1pr
16 AWG/ 1pr
16 AWG/ 1pr
16 AWG/ 1pr
19 AWG/ 2pr
19 AWG/ 2pr

19 AWG/ 1pr & 18 AWG/ 1pr
19 AWG/ 1pr & 18 AWG/ 1pr
19 AWG/ 1pr & 18 AWG/ 1pr

18 AWG/ 2pr
18 AWG/ 2pr

94
121
177
217
368
554
802

1102
104
130
189
256
390
571
854

13.9
14.4
16.3
17.5
23.2
27.8
31.0
34.4
15.9
16.0
17.7
18.7
24.0
28.8
33.0

185
217
293
346
588
880

1160
1521
227
261
335
415
646
915

1275

276
323
436
515
875

1309
1726
2264
338
388
499
617
962

1361
1897

.547

.567

.642

.689

.913
1.094
1.220
1.354
.626
.630
.697
.736
.945

1.134
1.299

16 AWG/ 4c
14 AWG/ 4c
12 AWG/ 4c
10 AWG/ 4c
8 AWG/ 4c
6 AWG/ 4c
4 AWG/ 4c
2 AWG/ 4c
16 AWG/ 4c
14 AWG/ 4c
12 AWG/ 4c
10 AWG/ 4c
8 AWG/ 4c
6 AWG/ 4c
4 AWG/ 4c

OLFLEX® SERVO FD 795 CP: Power Conductors Only, Overall Shield

0037075
0037076
0037077
0037078
0037079
0037080
0037081
0037082

Part
Number

AWG + Number
of Conductors

Copper
Weight
lbs/mft

Approx.
Weight

lbs/mft kg/km

Nominal Outer
Diameter

inches mm

16 AWG/ 4c
14 AWG/ 4c
12 AWG/ 4c
10 AWG/ 4c
8 AWG/ 4c
6 AWG/ 4c
4 AWG/ 4c
2 AWG/ 4c

63
90

147
201
337
513
791

1071

11.3
12.3
14.4
15.9
21.5
27.7
31.6
35.5

124
158
235
304
531
825

1192
1582

184
235
349
453
790

1227
1774
2354

.445

.484

.567

.626

.846
1.091
1.244
1.398

Part
Number

AWG + Number
of Conductors

Copper
Weight
lbs/mft

Approx.
Weight

lbs/mft kg/km

Nominal Outer
Diameter

inches mm

           


