
Mitutoyo operates a policy of continuous improvement that aims to provide the customer with the benefit of the latest technological advances.
Therefore the company reserves the right to change any or all aspects of any product specification without notice.
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SPECIFICATIONS
Metric

Code No. Range Graduation Accuracy Flatness Parallelism Constant-force device Price
102-301

0 - 25 mm
0.01 mm ±2 µm 0.6 µm 2 µm

Ratchet stop

£54.00
102-311 0.001 mm ±1 µm 0.3 µm 1 µm £68.50
102-302

25 - 50 mm
0.01 mm ±2 µm 0.6 µm 2 µm £61.70

102-312 0.001 mm ±1 µm 0.3 µm 1 µm £70.70
102-303 50 - 75 mm

0.01 mm
±2 µm

0.6 µm
2 µm £79.50

102-304 75 - 100 mm ±3 µm 3 µm £88.90
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DIMENSIONS

Unit: mm

Range L a b c d
0 - 25 mm 30.3

2.8
5 26

6.35
25 - 50 mm 55.3 8 32
50 - 75 mm 80

2.5
9 45

75 - 100 mm 105 10 58

SERIES 102 – Economy Micrometer

• Cut-away frame (behind anvil) for measuring in  
 hard-to-reach places.

• Heat-insulated frame.
• Measuring faces: Carbide.

102-301

Ratchet stop type.


