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System parameters 

Series LS series

Conductor connection system Push In

Fitted to PCB Soldered connection

Outgoing direction of conductor 90Á

Pitch 5.08 mm

Pitch in inch 0.200 inch

Number of poles 3

No. of rows 1
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LSF-SMT5.08/3/90 3.5 SW

LSF-SMT 5.08/135

LSF-SMT 5.08/180

LSF-SMT 7.5/7.62

Tension spring 
connection

Flat blade connection

PCB plug-in connectors

Heavy Duty Connectors

Electronics

Enclosures

Installation Products

Sensor-Actuator-Interface 
(SAI)

Tools

Industrial Ethernet

FieldPower

Length of soldering post 3.5 mm

Dia. of fitting hole 1.1 mm

Fitting hole tolerance + 0.1 mm

No. of solder pins per pole 2

Stripping length 8 mm

L1 in mm 10.16 mm

L1 in inch 0.400 inch

Electric shock protection to DIN VDE 0470 IP 20

Electric shock protection to DIN VDE 0470 Safe from finger touch

Material data 

Insulation material LCP GF

Colour black

Insulating material group IIIa

UL 94 combustibility class V-0

CTI >= 175

Contact base material Cu alloy

Contact surface tinned

Storage temperature, min. -25 ÁC

Storage temperature, max. 55 ÁC

Connectable conductors 

Clamping range, min. 0.13 mmĮ

Clamping range, max. 1.5 mmĮ

AWG, min. 28

AWG, max. 16

Solid, min. H05(07) V-U 0.2 mmĮ

Solid, max. H05(07) V-U 1.5 mmĮ

fine-stranded, min. H05(07) V-U 0.2
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LSF-SMT5.08/3/90 3.5 SW

fine-stranded, max. H05(07) V-U 1.5 mmĮ

Wire end ferrule , DIN 46 228/1, min. 0.25 mmĮ

Wire end ferrule , DIN 46 228/1, max. 1.5 mmĮ

DIN IEC rating data 

Rated current, min. No. pins (Tu=20ÁC) 17.5 A

Rated current, max. No. pins (Tu=20ÁC) 17.5 A

Rated current, min. No. pins(Tu=40ÁC) 17.5 A

Rated current, max. No. pins (Tu=40ÁC) 15 A

Rated voltage for overvoltage class/pollution 

severity II/2
500 V

Rated voltage for overvoltage class/pollution 

severity III/2
320 V

Rated voltage for overvoltage class/pollution 

severity III/3
250 V

Rated impulse withstand voltage for overvoltage 

class/pollution severity II/2
4 kV

Rated impulse withstand voltage for overvoltage 

class/pollution severity III/2
4 kV

Rated impulse withstand voltage for overvoltage 

class/pollution severity III/3
4 kV

CSA rating data 

Rated voltage 300 V

Rated current 10 A

AWG conductor, min. (CSA) 24

AWG conductor, max. (CSA) 16
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LSF-SMT5.08/3/90 3.5 SW

UL 1059 rating data 

Rated voltage 300 V

Rated current 10 A

AWG conductor, min. (UL 1059) 24

AWG conductor, max. (UL 1059) 16

Approvals 

Approvals   

Classifications 

ETIM 2.0 NK

eClass 4.1 NK

eClass 5.0 NK

eClass 5.1 NK

General ordering data 

Order No. 1824820000

Short text for material LSF-SMT5.08/3/90 3.5 SW

EAN 4032248327379

 Similar products

 Order No.  Short text for material  Number of poles  Length of soldering post  Colour  

 1824810000 LSF-SMT5.08/2/90 3.5 SW 2   3.5 mm black     

 1876470000 LSF-SMT5.08/2/90 3.5R 2   3.5 mm black     

 1869670000 LSF-SMT 5.08/2/90 1.5SW 2   1.5 mm black     

 1876480000 LSF-SMT5.08/2/90 1.5R 2   1.5 mm black     

 1876420000 LSF-SMT5.08/3/90 3.5R 3   3.5 mm black     

 1869680000 LSF-SMT 5.08/3/90 1.5SW 3   1.5 mm black     

 1876440000 LSF-SMT5.08/3/90 1.5R 3   1.5 mm black     
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LSF-SMT5.08/3/90 3.5 SW

 1824830000 LSF-SMT5.08/4/90 3.5 SW 4   3.5 mm black     

 1876310000 LSF-SMT5.08/4/90 3.5R 4   3.5 mm black     

 1869690000 LSF-SMT 5.08/4/90 1.5SW 4   1.5 mm black     

 1878520000 LSF-SMT5.08/4/90 1.5R 4   1.5 mm black     

 1824840000 LSF-SMT5.08/5/90 3.5 SW 5   3.5 mm black     

 1876190000 LSF-SMT5.08/5/90 3.5R 5   3.5 mm black     

 1869700000 LSF-SMT 5.08/5/90 1.5SW 5   1.5 mm black     

 1876210000 LSF-SMT5.08/5/90 1.5R 5   1.5 mm black     

 1824850000 LSF-SMT5.08/6/90 3.5 SW 6   3.5 mm black     

 1876120000 LSF-SMT5.08/6/90 3.5R 6   3.5 mm black     

 1869710000 LSF-SMT 5.08/6/90 1.5SW 6   1.5 mm black     

 1876150000 LSF-SMT5.08/6/90 1.5R 6   1.5 mm black     

 1824860000 LSF-SMT5.08/7/90 3.5 SW 7   3.5 mm black     

 1875690000 LSF-SMT5.08/7/90 3.5R 7   3.5 mm black     

 1875720000 LSF-SMT5.08/7/90 1.5R 7   1.5 mm black     

 1869720000 LSF-SMT 5.08/7/90 1.5SW 7   1.5 mm black     

 1824870000 LSF-SMT5.08/8/90 3.5 SW 8   3.5 mm black     

 1875510000 LSF-SMT5.08/8/90 3.5R 8   3.5 mm black     

 1869730000 LSF-SMT 5.08/8/90 1.5SW 8   1.5 mm black     

 1875520000 LSF-SMT5.08/8/90 1.5R 8   1.5 mm black     

Last update:

November, 4th 2006 
Top Back    

Copyright Weidm¿ller Interface GmbH & Co. KG | KlingenbergstraÇe 16 | D-32758 Detmold 
Copyright 
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