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.a-'"“ SERIES 200A SWITCHES
TOGGLE SWITCHES - PROCESS SEALED SUB-MINIATURE

SPECIFICATIONS

Contact Rating: Dependent on contact material

Life Expectancy: 50,000 make-and-break cycles at full load

Contact Resistance: Below 20 m typ. initial @ 2-4 VDC,
100 mA, for both silver and gold plated contacts

Insulation Resistance: 1,000 M2 min.

Dielectric Strength: 1,000 V RMS min. @ sea level
Operating Temperature: -30° C to 85° C

Seal Rated: IP67

e MATERIALS
EE Case & Bushing: Glass filled nylon, flame retardant, heat stabilized
EE (UL 94-V0)
Actuator: Brass, chrome plated, internal O-ring seal

FEATURES & BENEFITS APPLICATIQNS/MARKETS L ey i —

» Variety of switching functions » Telecommunications - -

» Sub-miniature » Instrumentation Switch Support: Brass, tin plated

» Multiple actuator & bushing options  » Networking Contacts / Terminals:  Silver or gold plated copper alloy

» Sealed to IP67 » Medical equipment

Terminal Seal: Epoxy

YN

CONTACT
SERIES MODEL NO. ACTUATOR BUSHING TERMINATION MATERIAL
2o0A CHEEENE; 1 l i
WMSP1 M2 Q = Silver E = Epoxy
WMSP2 ‘ T2 ‘ M6 ‘ R = Gold Sealed at
WMSP3 M61 Base of
WMSP4 M7 Terminal
WMSP5 VS2
WMSP6*
WMDP1
WMDP2
WMDP3
} } } *Only available with M2 or VS2
200A-WMSP2-T1-A1-VS2-Q-E termination
Specifications subject to change without notice.
N
- Model No
WMSP-1 NONE
WMSP-2 NONE (ON)
WMSP-3 ON OFF ON
WMSP-4 (ON) OFF (ON)
WMSP-5 ON OFF (ON)
Term. Comm. 2-3 OPEN 2-1
WMSP-6 OFF NONE ON
Term. Comm. | QOPEN NONE 31
2 Comm. ()= Momentary
3e
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EPOXY SEAL
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E*SWITCH"

POS1 POSZ POS3
Model No.

WMDP-1 NONE

WMDP-2 NONE (ON)

\WMDP-3 ON OFF ON
Term. Comm. | 2-356 | OPEN | 2-15-4

() =Momentary

ACTUATOR OPTIONS
100 DI
2548 f~ 100 DI
1 2.548
400
10.6 &
1
BUSHING OPTIONS
B i
) 189 DIA
1% (k.
TERMINATION OPTIONS
|t [ |
® | = [ v
POS. 2 * ¢7¢ ®1.09 HOLE

POS. 1 ‘ POS. 3
25

\

‘| ? 4.50
[.177]

wzlg

[.627]

H 0.51
2.54 [-020]

[.100] Typ.

Y~
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254
—— |-
[.100]

6.10
[.z40]

—

3}30;
[.'Tmi AN

Epoxy Sedl Base

0.76
[.030] Typ.
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[.043] (3 PL)
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SERIES 200A SWITCHES
TOGGLE SWITCHES - PROCESS SEALED SUB-MINIATURE

POS. 2 4.10
POS.1| POS.3 2540 ==t L161] S
373 11001 EPOXY SEAL BASE 3 :
_r L1471 i 254 Tvp,
& - 0.51 5.08 I { [.100]
-\ .020] £200]
> 5 f f
3.30 1.09 [.043] ¢
SWITCH SUPPORT— [.130]
076 0.38MM THK 076
1030] —=fl— [ 030 PV
5.08 419 5.08
(.200] [165] 200]
POS. 2 5.08 2.54
POS.1| POS.3 4.10 EPOXY . [.200] [=—[.100]
1.161] SEAL 2.54.
| 3.73 2.54¢ BASE 3.{15 r [100]7YP-
r [.147] [.100] _ [.200]
051 ! !
ﬂ Lo
- _f 1.09 [.043]19
U1 [T 1
SWITCH SUPPORT_ 359
038 :
076 076 051
1.030] el 03016 PL) i 02016 PL)
5.08 419 5.08 554
[200] [.165] [2001 (4001 F7p—
5.08
[200]
2.54¢ 1
373 (100] EPOXY SEAL BASE 320 - { 281,
[.147] 051 5.08 _;__[ ’
I _ i (020] 1200]
520 330
= | (205§ [{130) | } }
CRIMPED BRACKET 1 0, 3]] 109(043] ¢
076 k4 076 } 051
: - 7O1vp -
1030] 0.38MM THK ro3oP- :
SWITCH 5% [020]
419 - 2.54
[.165] — 4—['100]TYP.
6.10 410
5.84 _ 5.08
s ) ' .240] L161] 55 _]___ 1.09 (0431
! ") 373 r‘1‘-6159]
o - [.147] FLAT L EPOXY * 4
‘ 457 BAGE 254 ||
X .100] Typ—™
[.180] POS. 3 . [.100] Typ
POS.2 -25° [ — 813 051
[.320]
POS. 1 | ]_ LY | .020]
254¢ 3 f
100
100 339 | 1346
L130] 2 [530]
0.38MM THK 1 |
SWITCH SUPPORT ol
51 76
1.020] 254 -—"—-[.0301
5.08 ™ ™—L100]
1.2001
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6.10
5.84 4.10
[229] [240] [161]
3.73
EPOXY
[.147] FLAT 419 SEAL
)é [.165] BASE
]
POS. 3 —— T
sl | | s o
POS. 1 /r ‘ > |_[. ]
. 6 t
3.30
[.130] 5
0.38MM THK 4
SWITCH SUPPORT
0.51
[.020] 2.54
5.08 r= F=—[.100]
[.2001
586 _
POS. 2 [.231]
POS. 1 POS. 3 — 2.54¢
25° [.100]
L)
10.16
[.400]
1
9.30
[.366]
102U E Seal B [.%'3300]
poxy Seal Base f
038 __||__ I__ 051 __“__ 0.76
[.015] [.020] [.030] Typ.
2.54
[.100] Typ.
POS.2 ~ (568
1 L3981 15 546
— [.100]

0.38 _.IL_ y .
[.015] .
2.54
[.100] Typ.

CONTACT MATERIAL OPTIONS

Fixed Terminal:

Silver plated copper alloy

Fixed Terminal:

&

E*SWITCH"

$1.09 [.043]

[.200]‘]"' / .

$ [200]

!

254
— b= [100]Typ.

2.54
1.09[0.43]¢ ‘I |‘[.100]TYP‘
(5PL)
’| 10.16 L
[.400]

1.09[04318 . _oy 1= 254
(8PL) 1.100] TYP.

‘I 10.16 I_
[.400]

Copper alloy with gold plate over nickel plate

Moving Contact:

Silver plated copper alloy

Moving Contact:

Copper alloy with gold plate over nickel plate

Rating:

3 Amps @ 120VAC or 28VDC; 1 Amp @ 250VAC

Rating:

0.4 Volt-Amps (VA) max. @ 20V max. (AC or DC)
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