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219DXB P
(4P -NO + 2P -NC  )

LOC K ING
C LIP

1.468
(37.2)

2.593
(65.5)

.435
(11)

3.406
(86.5)

219B B XP
219XB XP
219A B A P

DP DT  + 2 NO
DP DT

DP DT  + 1 NO & 1 NC

219XDXP
219F XXP
219DXB P

4P DT
6P -NO

4P -NO + 2P -NC

C ONT A C T S12 P IN C ONT A C T S14 P IN

2.593
(65.5)

.435
(11)

.250
(6.35)

3.406
(86.5)

LOC K ING
C LIP

3.062
(77.77)

OP T IONAL MANUAL AC T UAT OR

9 11108 12

1 652 3 4 7
1.468
(37.2)

C OMMONL Y  A V A IL A B L E  MODE L S

.250
(6.35)

OP T IONAL MANUAL AC T UAT OR

2.625
(66.6)

Make before break and other C ontact configurations  available
limited only by the number of terminal pins .

52 3 4 6

710 891112

0.10 Dia. x .435 (2.54 x 11)
T ypical of all P in Dimensions

C LAS S  219  INDUS T R IAL P LUG -IN R E LAY S  OF F E R  A WIDE  V AR IT Y  OF  C ONT AC T  C ONF IG UR AT IONS
ON 12 P IN AND 14 P IN  B AS E S .  T HE  C OIL IS  E NC AP S ULAT E D F OR  P R OT E C T ION.

     

219XDXP
(4P DT  )

17

8 14

219F XXP
(6P -NO )

17

8 14

6 1

7 12

219AB AP
(DP DT  + 1NO & 1 NC  )

6 1

7 12

219XB XP
(DP DT  )

WIR ING  DIA G R A MS
B OT T OM V IE W

UL R ecognized
F ile No. E 13224

1
0.10 Dia. x .435 (2.54 x 11)

T ypical of all P in Dimensions

2, 4 OR 6 POLE, 10 AMP INDUSTRIAL RELAY

STRUTHERS-DUNN

6 1

7 12

219B B XP
(DP DT  + 2 N.O.)

219
CLASS

NUC L E A R  QUA L IF IE D
V E R S IONS  A V A IL A B L E

13 14



219 XB X P   L  -24D

S eries
  219 Industrial plug-in s tyle

C ontac t A rrangements
  XB X (DP DT )
  AB A (DP DT  + 1 P ole-NO & 1 P ole NC )
  B B X (2 P ole-NO & DP DT )
  XDX (4 P DT )
  F XX (6 P ole-NO)
  DXB  (4 P ole-NO & 2 P ole-NC )

S tandard F eatures
  P olycarbonate C over- C ODE  " P "

Optional F eatures
  Indicator Lamp -  C ODE  " L "
  Manual Actuator- C ODE  " M"
  130ûC  C oil -  C ODE  " U"
  B ifurcated C ontacts  - C ODE  " 33"
  P erm. Magnet B lowout- C ODE  " 69"

C oil V oltage
  A C :    6, 12, 24, 120, 240 (Add        ) " A "  
  DC :  6, 12, (24-28), 32, 115/125 (Add         ) " D"
C oil V oltages  &  F requenc ies  mus t be s pec ified.

OR DE R ING  C ODE
T ypical T ype No.

* Note: S tock 24 V dc and 115 V ac relays  have nameplates  s tamped 24-28
and 115-125 V dc respectively.  T hese relays  operate at 80% of the lower
voltages  and operate within allowable temperature rises  at higher voltages .
250 V dc - Use 125 V dc relay and series  res is tor (6000 Ω,  5 W) not supplied.

Milliamperes
C old     Hot

AC  R E LAY S  50/60 HZ (C OIL DAT A @  60HZ V oltage

6
12
24

120
240

R esistance
Ohms
± 10%

1.1
4.2

15.5
540

2100

1500
750
375
75
32

Milliamperes
 C old     Hot

840
410
200
40
17

Impedance
   Ohms

7.2
27

120
2700

13,400

Nominal
V oltage

Nominal
V oltage

R esistance
Ohms
± 10%

15.5
63.5
250
375

6200

385
189
96
86
20

304
147
77
62
16

6
12

24 (28)*
32

115/125*

10A
3A
1A
3A
0.1A

0.5A
1.5A
150 mA
0.5A

24 V DC
120 V AC
240 V AC
28 V DC
125 V DC

125 V DC    S M
125 V DC    DM
250 V DC    S M
250 V DC    DM

V OLT S MAK E
30A
30A
30A
30A
30A

30A
30A
30A
30A

10A
10A
10A
10A
10A

10A
10A
10A
10A

10A
10A
5A
10A
0.5A

1.5A
4A
0.5A
1.5A

R E S IS T IV E INDUC T IV EC AR R Y
DC  R E LAY S , 1.8 WAT T S  (2.5 W @  125V DC ) B R E AK

F or vers ions  with s uffix  " 69"
P ermanent Magnet B lowouts
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C OIL  S P E C IF IC A T IONS  @  25 C C ONT A C T  R A T ING S

   

MA T ING  S OC K E T S
27390D - 12 P IN
33377D - 14 P IN

C OIL
  P ull-in, min. AC
  P ull-in min. DC
  Overvoltage, max.
C ONT A C T S
     C ontact Material:

T IMING
     Operate T ime:
     R elease T ime:

DIE L E C T R IC  S T R E NG T H
     All Mutually Insulated P oints :
     Insulation :

T E MP E R A T UR E
     R ated Operation:

L IF E  E XP E C T A NC Y
     Mechanical:
     E lectrical:

MIS C E L L A NE OUS
     E nclosure:
     Operating P os ition:
    Weight:

85% of Nominal V oltage
80 % of Nominal V oltage
110% of nominal V oltage

S ilver Alloy,  G old diffused
(S tandard)

25 mS  Max. @  Nominal V oltage.
20 mS  Max. @  Nominal V oltage.

1500 V  rms
1/4" over surface, 1/8" thru Air

 -10   C  to +60    C

10 Million Operations  no load
100,000 Operations  @  R ated Load.

C lear polycarbonate.
V ertical, C ontacts  Up
8.5 oz. (241 g) approx.

219 G E NE R A L  S P E C IF IC A T IONS  (@  25 C )

STRUTHERS-DUNN

STRUTHERS-DUNN

0

0 0

219
CLASS

2, 4 OR 6 POLE, 10 AMP INDUSTRIAL RELAY
0


