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Model# 2244-*

Internal set screws secure cable up to 0.15in 
(3.81mm) dia. or components.

Plugs fit miniature 0.104in (2.64mm) dia. jacks.

Material: Banana Plug/Jack: brass; Spring: 
beryllium copper; Finish: gold plating; 
Insulation: ABS

Rating: For CE compliance and for personal 
safety, do not hold in hand when voltages 
exceed 30 Vrms/42.4 Vpk/60 Vdc or current 
exceeds 8A maximum. Maximum voltage  
for hands free use: 2500 Vdc. Do not use on 
circuits where transient stresses can exceed 
the rated voltage. 5A, +122˚F (+50˚C) max.

*Std. Colors: -0 Black, -2 Red.

Miniature Double  
Banana Plug  
with Set Screws,  
Stackable, Solderless

1.11in
(28.19mm)

0.50in  
(12.7mm)

0.75in  
(19.05mm)

Model# 2945-*

Fits miniature 0.104in (2.64mm) dia. banana jacks.

Wire firmly held in place with internal set screw.

Material: Banana Plug/Jack: brass; Spring: beryllium  
copper; Finish: gold plating; Insulation: ABS

Rating: For CE compliance and for personal safety,  
do not hold in hand when voltages exceed 30 Vrms/ 
42.4 Vpk/60 Vdc or current exceeds 8A maximum. 
Maximum voltage for hands free use: 2500 Vdc.  
Do not use on circuits where transient stresses can  
exceed the rated voltage. 5A, +122˚F (+50˚C) max.

*Std. Colors: -0 Black, -2 Red.

Do-It-Yourself  
Miniature Banana  
Plug with Safety  
Shield, Stackable,  
Solderless

1.11in
(28.19mm)

0.31in  
(2.87mm)

0.086in
(2.18mm) I.D.

1.11in
(28.19mm)

0.31in  
(2.87mm)

Model# 2944-*

Fits miniature 0.104in (2.64mm) dia. banana jacks.

Wire firmly held in place with internal set screw.

Material: Banana Plug/Jack: brass; Spring: beryllium  
copper; Finish: gold plating; Insulation: ABS.

Rating: For CE compliance and for personal safety,  
do not hold in hand when voltages exceed 30 Vrms/ 
42.4 Vpk/60 Vdc or current exceeds 8A maximum. 
Maximum voltage for hands free use: 2500 Vdc.  
Do not use on circuits where transient stresses can  
exceed the rated voltage. 5A, +122˚F (+50˚C) max.

*Std. Colors: -0 Black, -2 Red.

Do-It-Yourself  
Miniature Banana  
Plug, Stackable,  
Solderless

1.10in
(25.40mm)

0.50in  
(12.7mm)

0.75in  
(19.05mm)

Model# 2035-*

Plugs fit miniature 0.104in (2.64mm) dia. banana jacks.

Banana plugs internally shorted with 18 AWG wire.

Material: Banana Plug/Jack: brass; Spring: beryllium  
copper; Finish: gold plating; Insulation: ABS.

Rating: For CE compliance and for personal safety,  
do not hold in hand when voltages exceed 30 Vrms/ 
42.4 Vpk/60 Vdc or current exceeds 8A maximum. 
Maximum voltage for hands free use: 2500 Vdc.  
Do not use on circuits where transient stresses can  
exceed the rated voltage. 5A, +122˚F (+50˚C) max.

*Std. Colors: -0 Black, -2 Red.

Miniature Double  
Banana Plug with  
Shorting Bar

Miniature Solder  
Type Banana Plug

Model# Insulator Length (X)
3690-* 0.45in (11.43mm)

Sold in pkgs. of 10

Material: Banana Plug Body: brass; Spring: beryllium  
copper; Finish: gold plating; Insulation: nylon.

Rating: For CE compliance and for personal safety,  
do not hold in hand when voltages exceed 30 Vrms/ 
42.4 Vpk/60 Vdc or current exceeds 8A maximum. 
Maximum voltage for hands free use: 2500 Vdc. Do  
not use on circuits where transient stresses can exceed  
the rated voltage. 5A, +176˚F (+80˚C) max.

*Std. Colors: -0 Black, -2 Red.

Fits miniature 0.104in (2.64mm) dia. banana jacks.

X

0.19in (4.83mm)

0.44in
(11.18mm)

Miniature Banana  
Plug with  
Threaded Stud

Model# X Length
3276 0.230in (5.84mm)
4513 0.480in (12.19mm)

Fits miniature 0.104in (2.64mm) dia. banana jacks.

Furnished with 4-40 hex nut, 4-40 threaded stud.

Material: Banana Plug Body: brass; Spring: beryllium  
copper; Finish: gold plating.

Rating: For CE compliance and for personal safety,  
do not hold in hand when voltages exceed 30 Vrms/ 
42.4 Vpk/60 Vdc or current exceeds 8A maximum. 
Maximum voltage for hands free use: 2500 Vdc.  
Do not use on circuits where transient stresses can  
exceed the rated voltage. 5A.

Replacement hex nut available on page 36.

Sold unassembled, in pkgs. of 10.

X

0.09in
(2.29mm)

0.15in
(3.81mm)

*Color Code:  -0 Black, -1 Brown, -2 Red, -3 Orange, -4 Yellow,
  -5 Green, -6 Blue, -7 Violet, -8 Gray, -9 White

Model# 4653-0

Use for balanced line 2 conductor shielded 
cable assemblies.

Material: Banana Plug/Jack: brass; Spring: 
beryllium copper; Finish: gold plating; 
Insulation: ABS.

Rating: For CE compliance and for personal 
safety, do not hold in hand when voltages 
exceed 30 Vrms/42.4 Vpk/60 Vdc or current 
exceeds 8A maximum. Maximum voltage for 
hands free use: 2500 Vdc. Do not use on  
circuits where transient stresses can exceed 
the rated voltage. 5A, +122˚F (+50˚C) max.

Cable strain relief I.D. 0.19in (4.82mm).

Setscrews secure wires.
1.11in

(28.19mm)

0.50in (12.7mm)typical

1.26in  
(32.00mm)

Miniature Solderless  
TypeTriple Banana  
Plug with Wire Guide

Model# 4115

Solid shorting link for binding posts.

Material: nickel-plated brass.

Rating: 15A.

Sold in pkgs. of 10.

Fits Binding Posts on 0.750in (19.05mm) 
centers.

Shorting Link for  
Standard Binding Posts

0.25in (6.35mm) 0.19in
(4.82mm)

1.03in (26.16mm)

0.65in
(16.51mm)

0.43in (10.92mm)

Hex Nut 6549 6547 6440 6548 6441 6389
Fits on 3276

4513
3263
4511
6271

2142
2143
2382
2383
2439
2440
3264
3542
3750
3760

3770
4022
4098
4243
4512
4543
4773
6272

5018 1581
2269
2854
3267
4005
4069
4601
4900
5233
6270

4921
6387

Model# Qty. Finish Wrench  
Size 

Nut Thickness Thread

6549 500 Nickel 3/16in 0.65in (16.51mm) 4-40
6547 500 Nickel 1/4in 0.95in (24.13mm) 6-32
6440 500 Nickel 1/4in 0.95in (24.13mm) 8-32
6548 100 Gold 3/8in 0.95in (24.13mm) 10-32
6441 500 Nickel 3/8in 0.95in (24.13mm) 1/4-32
6389 100 Nickel 9/16in 0.95in (24.13mm) 1/2-28

Replacement  
Hex Nuts

Banana Plugs and Jacks
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