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VME bus 

K Conforming with VITA 1-1994 (VME standard)

K Termination can be switched over between active/passive

K Automatic daisy chain (switch connector)

K 6-layer structure, signal layers shielded

Delivery comprises

Order Information

ADC = Automatic-Mechanical Daisy ChainDC = Automatic-Mechanical Daisy Chain

EDC = Automatic-Electronic Daisy Chain

Note

K 21-slot backplane has electronic daisy chain and effective

high-frequency decoupling

Monolithic J1/J2 backplanes (6 U)backplanes (6 U)U)

       
       

Item Qty Description

1 1 Backplane, fully equipped

2 10 Screws M4 × 6, with shakeproof washer

Number of 

slots

Width Height Type Order No.

mm U

3 59.5 6 ADC 23000-463

4 79.8 6 ADC 23000-464

5 100.2 6 ADC 23000-465

6 120.5 6 ADC 23000-466

7 140.8 6 ADC 23000-467

8 161.1 6 ADC 23000-468

9 181.4 6 ADC 23000-469

10 201.8 6 ADC 23000-470

12 242.4 6 ADC 23000-472

13 262.7 6 ADC 23000-473

14 283 6 ADC 23000-474

15 303.4 6 ADC 23000-475

16 323.7 6 ADC 23000-476

20 405 6 ADC 23000-480

21 425.3 6 EDC 23000-551
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