
BANANA PLUGS & JACKS

5 WAY BINDING POST

No. 2352 - black

No. 2354 - red

DUAL BANANA PLUG
Set screws secure leads
of cable or component.
Cable guide on rear;
stackable. Standard .75”
center to center spacing.

No. 2360 - black

No. 2362 - red

BNC MALE to DUAL
BANANA PLUG ADAPTOR
Standard .75” center to 
center spacing.
.161” holes in body 
for side stacking

No. 2380

BNC FEMALE to DUAL
BANANA PLUG ADAPTOR 
Standard .75” center to 
center spacing.
.161” holes in body 
for side stacking

No. 2382

BINDING POST

Round, knurled
grip, removable
head with molded-
in brass bushing,
Banana plug receptacle in stem. Solder lug
termination on mounting stud.
• Mounts in 3/8” dia. hole      
• Diameter:  1/2” overall
• Height:  1-3/8” overall              
• Height above panel:  5/8”

No. 227 - (1) black, (1) red, 
display packaged 

No. 227B-BLK - bulk packaged, black
No. 227B-RED - bulk packaged, red

INSULATED SR. 
SOLDERLESS PHONE
TIP PLUG
Fits all standard
phone tip jacks.
Insulated sleeve 3/4” long. Cable opening
3/16”. Available in red or black. 
• Length:  1-15/16” overall              

No. 2348P - (1) black, (1) red, 
display packaged 

No. 2348-BLK - bulk packaged, black
No. 2348-RED - bulk packaged, red

SOLDERLESS TEST
PRODS

Made of non-breakable extruded plastic, and
available in red and black. Equipped with
brass nickel plated solderless phone tips
3/4”long.
No. 912J - Bulk ONLY,

red handle, 4” long, 
No. 913J - Bulk ONLY, 

black handle, 4” long

Fully Insulated 
5-WAY BINDING POST

Molded plastic bushing prevents shorting. 
Non- removable fluted head accepts banana
plug. Transverse hole in center post for pos-
itive wire retention.
• Mounts in 21/64” dia. hole      

Non-rotational flats 9/32” across
• Diameter:  29/64” overall
• Height:  1-7/8” overall               
• Height above panel:  1”

No. 229 - (1) black, (1) red, display pack-
aged 
No. 229B-BLK - bulk packaged, black
No. 229B-BLU - bulk packaged, blue
No. 229B-GRN - bulk packaged, green
No. 229B-RED - bulk packaged, red
No. 229B-WHT - bulk packaged, white
No. 229B-YEL - bulk packaged, yellow

INSULATED BANANA PLUG

Molded bakelite handle, 1” long, and brass nickel 
plated spring-type plug, with internal stud. Overall
length 1-7/8”. 
Wire can be soldered to brass stud or plug. Stud
locks wire to plug for solderless connection.
Available in (6) colors: 
black, blue, green, red, white and yellow. 
No. 2349AP - (1) black, (1) red, display packaged 
No. 2349A-BL - bulk packaged, black
No. 2349A-BU - bulk packaged, blue
No. 2349A-GR - bulk packaged, green
No. 2349A-RD - bulk packaged, red
No. 2349A-WH - bulk packaged, white
No. 2349A-YL - bulk packaged, yellow

SPRING-TYPE INSULATED
BANANA PLUGS

Plastic insulated handle 3/4” long, spring type plug 3/4”,
overall 1-1/2”. Wire connection is made by means of set
screw in side of plug. Fits all standard American
banana-type jacks and is exactly interchangeable with
equivalent American plugs. Available in black and red. 

No. 2349GP - (1) black, (1) red, display packaged 
No. 2349G-BL - bulk packaged, black
No. 2349G-RD - bulk packaged, red

Heavy duty INSU-
LATED BANANA
JACK
.175”, accepts standard banana
plugs. Jack mounts in 5/16” dia.
hole (or use 1/4” when jack will ground to panel) in pan-
els up to 3/8” thick. Insulator and head ispolycarbonate,
body is nickel plated brass.
No. 2350AP - (1) black, (1) red, display packaged 
No. 2350A-BL - bulk packaged, 

jack w/black insulator
No. 2350A-RD - bulk packaged, jack w/red insulator

DUAL BINDING POST 
Five way binding posts on
standard 3/4” spacing to
mate with dual banana
plugs. Posts accept bare
wire, spade lug, tip jack
or banana plugs. Both
posts are electrically iso-
lated from panel.

No. 2370 - both posts black

No. 2372 - both posts red
No. 2374 - (1) each red and black

DUAL BINDING POSTS 
to BNC MALE ADAPTOR
Standard .75” center to 
center spacing.
.161” holes in body 
for side stacking
No. 2390

DUAL BINDING POSTS
to BNC FEMALE ADAPTOR
Standard .75” center to 
center spacing.
.161” holes in body 
for side stacking
No. 2392

Motorola TYPE 
ANTENNA
PLUGS
Flange Type Female

No. 2322B -15/16” mounting centers, 
.136” dia. mounting holes.

Shell Type Female

No. 2323B - .136” dia. mounting holes.

No. 2321A -Tubular construction, male
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