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— 5051 5.4in (136mm)

Spade Lug: Body: Copper, tin-plated; 
Insulation: vinyl.

Colors: One black and one red.

Rating: Maximum voltage for hands free use: 
500 Vrms*, +131˚F (+55˚C) max.

— 2630 5in (127mm)

Alligator: Body: steel-plated nickel. 

Colors: Vinyl boots: one black and one red.

Rating: +122˚F (+50˚C) max.

Rating: Maximum voltage for hands free use: 
150 Vrms*.

Jaw Opening: 0.30in (7.62mm). 

2886 2631 5.9in (149mm)

Minigator: Body: steel-plated nickel.

Colors: Vinyl boots: one black and one red.

Rating: Maximum voltage for hands free use: 
45 Vrms*, +122˚F (+50˚C) max.

Jaw Opening: 0.18in (47.50mm).

3901 3221 5.5in (140mm)

Pin Tip Plug: Body: gold-plated brass; 
Insulation:  polypropylene.

Colors: One black and one red.

Rating: Maximum voltage for hands free use: 
500 Vrms*, +131˚F (+55˚C) max.

4970 4969 5.9in (149mm)

Rating: Maximum voltage for hands free use: 
500 Vrms*, +131˚F (+55˚C) max.

2nd End: None.

— 5069 5.6in (143mm)

Square Pin: Gold-plated phosphor bronze,  
ABS insulation.

Colors: One black and one red.

Rating: Maximum voltage for hands free use: 
500 Vrms*, +131˚F (+55˚C) max.

Female only ... to .025  
Square Pin Receptacles 
(2nd End)

— 3966 5.5in (140mm)

Banana Plug: Body: brass, Spring: beryllium 
copper; gold-plated. Insulation: polypropylene.  

Colors: One black and one red

Rating: Maximum voltage for hands free use: 
500 Vrms*, +131˚F (+55˚C) max.

3957 3073 5.4in (137mm)

Banana Plug: Body: brass, Spring: beryllium 
copper; gold-plated. Insulation: polypropylene.  

Colors: One black and one red

Rating: Maximum voltage for hands free use: 
500 Vrms*, +131˚F (+55˚C) max.

5189 5188 5.4in (137mm)

Micrograbber: Contacts: beryllium gold-  
plated copper; Insulation: glass filled nylon.

Colors: One black and one red.

Rating: Maximum voltage for hands free use: 
150 Vrms*, +131˚F (+55˚C) max.

3789 3788 5.5in (140mm)

Minigrabber: Contacts: beryllium gold-plated 
copper; Insulation: glass filled nylon.

Colors: One black and one red.

Rating: Maximum voltage for hands free use: 
300 Vrms*, +131˚F (+55˚C) max.

...Minigrabber® Test  
Clips (2nd End)

*see rating message at start of section.

0.89in
(22.61mm)

...Micrograbber®  
Test Clips (2nd End)

1.73in (43.94mm)

1.73in (43.94mm)

2.56in (65.02mm)

... Multi-Stacking  
Banana Plug (2nd End)

... Stacking Miniature  
Banana Plugs (2nd End)

BNC Male (1st End):  
Body: tarnish resistant nickel-plated brass;  
Center Contact: gold-plated brass; 
Insulation: polypropylene; Dielectric: PTFE.

Nominal impedance: 50Ω.

Colors: Black.

BNC Female (1st End):  
Body: tarnish resistant nickel-plated brass;  
Center Contact: beryllium gold-plated copper; 
Insulation: polypropylene; Dielectric: PTFE.

Nominal impedance: 50Ω.

Colors: Black.

1.55in
(39.37mm)

1.54in
(39.12mm)

1.39in
(34.80mm)

0.59in 
(14.99mm)

0.59in 
(14.99mm)

Overall length = BNC length + wire length + clip/plug length

BNC Male or Female to ... the ends listed below

Male
Model#

Female
Model# Wire Length

 

Male
Model#

Female
Model# Wire Length

 

— 5305 5.5in (140mm)

Grabber: Contacts: gold-plated stainless steel; 
Insulation: glass filled nylon.

Colors: One black and one red.

Rating: Maximum voltage for hands free use: 
150 Vrms*, +131˚F (+55˚C) max.

2.30in
(58.42mm)

... Alligator Test Clips  
(2nd End)

... Minigator Test Clips  
(2nd End)

1.65in
(41.91mm)

0.52in (13.21mm)

0.10in 
(2.54mm) 

1.18in
(29.97mm)

0.08in (2.03mm) Dia.

... Stacking Pin Tip  
Plugs (2nd End)

... 20 AWG Leads  
(2nd End)

0.168in 
(4.27mm) 

0.28in 
(7.11mm) 

0.98in
(24.89mm)

Female only ... to #8  
Spade Lugs (2nd End)

... SMD Grabber®  
Test Clips (2nd End)

Match to any end shown below
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