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Raychem

TE Part #  5024A3314-05024A3314-0
TE Internal #:  853727-000
Alias #: 6-1196655-0

Cable Type : Cheminax

Impedance (Ω): 50



 Add to List 

DOCUMENTS 

FEATURES 

https://www.te.com/usa-en/products/wire-cable.html
https://www.te.com/usa-en/products/wire-cable/high-speed-digital-and-data-cable.html
https://www.te.com/usa-en/product-853727-000.html?q=5024A3314-0&source=header
https://www.te.com/usa-en/plp/high-speed-digital-and-data-cable/Y30x6.html?d=47959%20554752%20140343%20544754
https://www.te.com/usa-en/products/brands/raychem.html


12/26/2018 Raychem : 853727-000 High Speed Digital & Data Cable | TE Connectivity

https://www.te.com/usa-en/product-853727-000.html?q=5024A3314-0&source=header#pdp-docs-features 2/4

Please review product documents or contact us for the latest agency approval information. 
 
Please Note: Use the Product Drawing for all design activity. 

Product Type Features

Cable Type : Cheminax

Product Type : Cable

Cable Style : Round Braided

Product Classification : Cable - Coaxial

Electrical Characteristics

Capacitance (pF/ft): 27.1

Impedance (Ω): 50

Signal Characteristics

Velocity of Propagation : 75%

Body Features

Jacket Material : Thermorad S

Conductor Material : Silver-Plated High Strength Copper

Jacket Color : Black

Shield Style : Double

Shield Material : Silver-Coated Copper

Dimensions

Wire Size (AWG): 24

Wire Diameter : .64 mm [ .025 in ]

Overall Outside Diameter : 3.05 mm [ .120 in ]

Dielectric Diameter : 1.68 mm [ .066 in ]

Wire Size (mm²): .2047
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Usage Conditions

Operating Temperature Range : -65 – 125 °C [ -85 – 257 °F ]

Other

Dielectric Material : Rayfoam L
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