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15.88
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SQ.

6.78
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12.70 .005
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6.73 .05
.265 .002

52.83
[2.080]
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1.78
[.070]

18.52
[.729]

18.52
[.729]

16.26
[.640]

16.26
[.640]]

52.83
[2.080]
MAX

1.78
[.070]

21.44
[.844]

19.18
[.755]

21.44
[.844]

19.18
[.755]

52.83
[2.080]
MAX

1.78
[.070]

24.61
[.969]

21.44
[.844]

22.35
[.880]

19.18
[.755]

52.83
[2.080]
MAX

1.78
[.070]

24.61
[.969]

22.35
[.880]

22.35
[.880]

24.61
[.969]

52.83
[2.080]
MAX

1.78
[.070]

30.45
[1.199]

24.36
[.959]

28.19
[1.110]

22.10
[.870]

52.83
[2.080]
MAX

24.61
[.969]
SQ.

22.35 .13
[.880 .005]

SQ.

REAR PANEL MOUNT

Material & Finish: All plastic switch components made from 94V-0 Material

KNURLED FLANGE NUT 2.39 [.094]
X 12.93 [.509] MAX O.D.

12.70 [.500] 32 UNS - 2A THD.

Uses:

INCANDESCENT
LAMP

1.78
[.070]
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52.83
[2.080]
MAX

1.78
[.070]

21.44
[.844]

19.18
[.755]

21.44
[.844]

19.18
[.755]

52.83
[2.080]
MAX

1.78
[.070]

24.61
[.969]

22.35
[.880]

22.35
[.880]

24.61
[.969]

52.83
[2.080]
MAX

1.78
[.070]

30.45
[1.199]

24.36
[.959]

28.19
[1.110]

22.10
[.870]

15.88
[.625]
SQ.

6.78
[.267]

37.85
[1.490]
MAX

12.70 .005
[.500 ..13

6.73 .05
.265 .002

52.83
[2.080]
MAX

24.61
[.969]
SQ.

22.35 .13
[.880 .005]

SQ.

KNURLED FLANGE NUT 2.39 [.094]
X 16.51 [.658] MAX O.D.

12.70 [.500] 32 UNS - 2A THD.

Uses:

INCANDESCENT
LAMP

1.78
[.070]

17.45
[.687]

15.88
[.625] SQ.

8.84
[.348
MAX]

3.43
[.136]

PC
TERMINALS

Material: All plastic switch components made from 94V-0 plastic

GENERAL INFORMATION:
Barriers may be used with Snap-In Bezel Mounting Switches to
provide safer separation between switch caps, thereby minimizing
accidential actuation of the wrong switch. "End" and "center" barrier
are used if two or more switches are mounted in common hole cutout.
For individual switch mounting, two end barriers are used.

INSERTION:
The barriers are held to the side of the switch by hand and inserted
as one unit. The end or side barrier becomes captured upon insertion
into a panel and appear to be one complete assembly.

21.44
[.844]

18.97
[.747]

3.96
[.156]

13.97
[.550]

SOCKET

PC BOARD 554
SWITCH

PANEL

Caps Ordered Separately, see Page 25
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Legends provided by Dialight Stocking Distributors

12.85
[.506]
SQ.

11.13
[.438]

14.83
[.584]

18.95
[.746]
SQ.

11.13
[.438]

14.83
[.584]

15.77
[.621]
SQ.

11.13
[.438]

14.83
[.584]

11.13
[.438]

14.83
[.584]

18.95
[.746]

15.77
[.621]

11.13
[.438]

14.83
[.584]

24.66
[.971]

18.57
[.731]

15.77
[.621]
SQ.

11.13
[.438]

14.83
[.584]

11.13
[.438]

14.83
[.584]

18.95
[.746]

15.77
[.621]

CAP
BASE

BLACK
BARRIER

DIFFUSER

LENS

FRAME

25.32
[.997]
REF

18.57
[.731]

14.86
[.585]
SQ.

11.13
[.438]

18.54
[.730]

1.96
[.078]

24.64
[.970]

20.07
[.790]

13.97
[.550]

Material: Cap, High Temperature Scratch-Resistant Plastic

CAP BASE

UNDERLYING
FILTER

DIFFUSING
LENS

LEGEND
PLATE

LENS

BLACK
FRAME

329-0701-537 SHOWN 330-0100-100 SHOWN
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