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Reliable monitoring 
of indoor air quality  

Storage temperature -40.0...70.0 °C 

Operation temperature -10.0...70.0 °C 

Battery type 9V block battery  

Battery life 8736.0 h 

Weight 168.0 g 

Dimensions (BxLxH) 89.0 x 120.0 x 40.0 mm 

Technical data - testo 608-H2   

Probe type (measuring value) Measuring range   

Testo humid. sensor, cap. 
(Humidity) 2.0 ... 98.0 %rF Accuracy  +/-2.0 %rF (2.0 ... 98.0 %rF)  

  Resolution +/-0.1 %rF (0.0 ... 100.0 %rF)  

Testo humid. sensor, cap.(Humidity) 2.0 ... 98.0 %RH Accuracy  +/-2.0 %RH (2.0 ... 98.0 %RH)  

  Resolution +/-0.1 %RH (0.0 ... 100.0 %RH)  

NTC(Temperature) -10.0 ... 70.0 °C Accuracy  +/-0.5 °C ( ... °C)  

  Resolution +/-0.1 °C (-10.0 ... 70.0 °C)  

NTC (Temperature) 14.0 ... 158.0 °F Accuracy  +/-0.5 °F ( ... °F)  

  Resolution +/-0.1 °F (14.0 ... 158.0 °F)  

Calc. Parameter (Dew point) -40.0 ... 70.0 °C td   

Calc. Parameter (Dew point) -40.0 ... 158.0 -   

Thermohygrometers for uninterrupted measurement 
 
The affordable standard testo 608-H1 hygrometer for continuous  
measurement of humidity, temperature and dew point. 
 
The accurate testo 608-H2 alarm hygrometer with an accuracy  
of ± 2%RH and LED alarm function reliably warns you if limits 
have been exceeded. 
 
• With dew point calculation and max/min display 
 
• Humidity sensor not affected by water 
 
• testo 608-H2, with LED alarm, warns if limits are exceeded 
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