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1/4'' hexagon drive to DIN 3126, form E6.3 for direct
machine connection
Crosshead bits are Phillips-Recessed type PH/DIN 5260.
1/4'' drive, E6.3 DIN 3126

General ordering data

 
Type BIT E6,3 PH1X70
Order No. 9024080000
Version Screwdriver insert, Blade length: 70 mm, Blade

size, crosshead: 1
GTIN (EAN) 4008190870744
Qty. 5 pc(s).
 

http://catalog.weidmueller.com/catalog/Start.do?localeId=en_DE&ObjectID=9024080000
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Dimensions and weights
 
Width 70 mm   Width (inches) 2.756 inch
Weight 11.6 g   Net weight 11.3 g
 

Screwing tools
 
Blade length 70 mm   Blade size, crosshead 1
Form E 6.3 DIN 3126,

Crosshead
  Size

1
 

Classifications
 
ETIM 6.0 EC002115   ETIM 7.0 EC002115
eClass 9.1 21-04-04-90   eClass 10.0 21-04-04-90
UNSPSC 27-11-28-14    
 

Approvals
 
ROHS Conform
 

Downloads
 
Brochure/Catalogue CAT 6 TOOLS 15/16 EN
 

http://download.weidmueller.com/asset/download/file//39464

