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International Adapter Plugs

A line of grounding adapters that allows NEMA 6-15P plugs to interface with European CEE-7 
SCHUKO type grounding outlets.  These adapters are ideal for use on electrical/electronic equipment 
exported to countries that have standardized on the CEE-7 SCHUKO outlet configuration, as they 
provide a grounding connection from the the NEMA 6-15P plug to the CEE-7 outlet grounding system.

The CEE-7 SCHUKO outlet configuration is one of the most common configurations in European 
countries and many other countries of the world.

Available with SCHUKO CEE-7 type receptacle configurations, these adapters allow CEE-7 
SCHUKO plugs to mate with American NEMA 6-15R receptacle.  

Dimensions = inches
 mm

Dimensions = inches
 mm

	 sTAncoR	PART	nUmBeR	 Description

 ADT-30100 American-European

	 sTAncoR	PART	nUmBeR	 Description

 ADT-30120 European-American

Available with CEE-7 SCHUKO type receptacle configurations, these adapters provide electrical/
electronic equipment to mate with United Kingdom 13A, 250V receptacles.

	 sTAncoR	PART	nUmBeR	 Description

 ADT-30140 European-United Kingdom

Dimensions = inches
 mm
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S T A N C O R  A D A P T E R  U S A G E  T A B L E S
For safety reasons, all STANCOR step-up and step-down transformers with cord connected input plug and output receptacles use NEMA 6-15P (Plug) and 

NEMA 6-15R (Receptacle) for the 220-240 volt connections.

When travelling to the countries listed in Table 1, you must purchase an ADT-30100 adapter along with the step-down transformer of the correct VA rating. 
When bringing equipment with an input rating of 220-240 volts from the countries listed in Table 1, you must purchase an ADT-30120 adapter along with the 
step-up transformer of the correct VA rating.

When traveling to the countries listed in Table 2, you must purchase one each of the ADT-30100 and ADT-30140 adapter along with the step-down 
transformer of the correct VA rating.

Algeria

Austria

Belgium

Bulgaria, Republic of

Burundi

Cameroon 

Canary Island

Cape Verde, RP

Congo, Democratic 
 Republic of

Czech Republic

Djibouti, Republic of

Finland

France

French Guiana

Gabonese, Republic of

Germany

Greece

Guadeloupe

Guinea

Guinea Bissau

Hungary

Iceland

Indonesia

Jordan

Madagascar

Mallorca Island

Mali, Republic of

Martinique

Mozambique

Netherlands

Netherlands, Antilles

Norway

Poland

Romania

Russian Federation

Senegal

Slovakia Republic 

Spain

Surinam, Republic of

Sweden

Togolese, Republic 
 of Togo

Turkey

Yugoslavia, Federal 
 Republic of

International Adapter Plugs

Table	1	country:

Argentina

Bahrain

Botswana

Channel Island

Cyprus

Dominica

Egypt

England

Gambia

Ghana

Gibraltar

Grenada

Hong Kong

Iraq

Ireland

Isle of Man

Kenya

Kuwait

Liberia

Malawi

Mauritius

Malaysia

Malta

Myanmar

Nigeria

Ireland

Oman, Sultanate of

Qatar, State of

St. Kitts & Nevis

St. Lucia

St. Vincent

Saudi Arabia

Scotland

Seychelles

Singapore

Sudan

Tanzania

Uganda

United Arab Emirates

Wales

Zambia

Zimbabwe

Table	2	country:

NOTE:  If a NEMA 6-15R receptacle with 220-240 volts is available at your installation, you will only need to purchase the adapter.

For product selection refer to page 40.


