
Insulated BNCs | Test Leads | Accessories & Probes
Insulated Test Accessories | Kits | Cross Reference

 

 

Enlarge 

BU-27  20 - Amp General Purpose Clip
BU-27C  40 - Amp General Purpose Clip 

●     Used in automotive apps for electronic ignition testers 
●     Crimp or screw connection 
●     Jaw opens 5/8" max 
●     Federal Spec.: Type PC-3 W-C-440B (BU-27C) 
●     Product Data Sheet 
●     Send us your questions about this product 

BU-27CG  Geophone Clip - 40 Amp Paired for (6.3mm) cable slot, or
BU-27CGW  Paired for (12.7mm) cable slot 

●     Curved jaw clips onto seismograph rings 
●     Jaw opening: 5/8" (16mm) max 
●     Crimp or screw connection 
●     Solid copper 
●     Product Data Sheet 
●     Send us your questions about this product 
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 Enlarge BU-29-*  Insulator for Geophone and General Purpose Clips 

●     Rated for 1,000V operation 
●     Double Insulated 
●     Protects agains hazards of live test leads 
●     Available in black, red, yellow, green, blue and white 
●     Product Data Sheet 
●     Send us your questions about this product 

BU-90-* Insulator for General Purpose & Geophone Clips

●     Uniquely designed flexible vinyl insulator that accepts larger wires or cables than BU-29 
●     Available in black, red, yellow, green, blue and white 
●     Product Data Sheet 
●     Send us your questions about this product 
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