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　FEATURES

　ORDERING CODE

　APPLICATIONS
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 V 0.5

 A 0.8
 D 0.85
 F 1.15
 G 1.25
 L 1.6

T M K 3 1 6 S D 1 0 4 K L _ T △
6 7 854321 9 10 11

 SD 

・

・

・

・Newly developed dielectric material and the use of nickel for internal 
electrodes provide excellent temperature characteristics with high ca-
pacitance, small case size and low cost.
・Low distortion and low shock noise make these capacitors well suited 

for use in analog or digital mobile devices.
・Excellent heat-resistance, high break down voltage, and mechanical 

strength make these capacitors well suited for replacing fi lm capacitors. 

（CFCAP
TM）

SUPER LOW DISTORTION MULTILAYER CERAMIC
CAPACITORS (CFCAPTM)

 K ±10% K Plated  SD Standard

1 3
End termination

5
Series symbol

7
Capacitance tolerance

9

8

Thickness（mm）
4

Dimensions(case size)（mm）

10

11

 105（0402） 1.0×0.5 

 107（0603） 1.6×0.8

 212（0805）   2.0×1.25

 316（1206） 3.2×1.6

 105（0402） 1.0×0.5 

 107（0603） 1.6×0.8

 212（0805）   2.0×1.25

 316（1206） 3.2×1.6

 K ±10% K 

1 3 5 7

 － 

9

8

（mm）
6

（μF）
4

（EIA）L×W（mm）

10

11

 V 0.5

 A 0.8

 D 0.85

 F 1.15

 G 1.25

 L 1.6

 

 223 0.022

 104 0.1

 

 △ 

△＝

－55～＋125℃OPERATING TEMP.

・Signal line for AV products
・Analog signal coupling applications
・PLL circuit of mobile phones
・Good temperature characteristics for time constant circuits, oscillation 

circuits and fi lters

・
・
・
・

6

Nominal capacitance（μF）
example

 223 0.022

 104 0.1

2

      
M

 Multilayer ceramic 

 capacitors

 

  Series name

2

 U 50

 G 35

 T 25

 E 16

 L 10

〔VDC〕

 U 50

 G 35

 T 25

 E 16

 L 10

Rated voltage〔VDC〕

Packaging

T

φ178mm  Taping

（4mm pitch）
0603, 0805, 1206Type

F

φ178mm  Taping

（2mm pitch）
0402Type

T

φ178mm  

（4mm ）
107, 212, 316

F

φ178mm  

（2mm ）
105

 M 

Internal code

 △ Standard products

△＝Blank space

 － Standard products

Special code



 

　EXTERNAL DIMENSIONS
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 Type（EIA） L W T e

 □MK105 1.0±0.05 0.5±0.05 0.5±0.05 
V

 0.25±0.10
 (0402) （0.039±0.002） （0.020±0.002） （0.020±0.002）  （0.010±0.004）
 □MK107 1.6±0.10 　0.8±0.10 0.8±0.10 

A 
0.35±0.25

 (0603) （0.063±0.004） （0.031±0.004） （0.031±0.004）  （0.014±0.010）
    0.85±0.10 

D
 □MK212 2.0±0.10 1.25±0.10 （0.033±0.004）  0.5±0.25
 (0805) （0.079±0.004） （0.049±0.004） 1.25±0.10 

G 
（0.020±0.010）

    （0.049±0.004）
    1.15±0.10 

F
 □MK316 3.2±0.15 1.6±0.15 （0.045±0.004）  0.500000
 (1206) （0.126±0.006） （0.063±0.006） 1.6±0.20 

L
 （0.020 　　　） 

    （0.063±0.008）
Unit：mm (inch)

＋0.35
－0.25

　AVAILABLE CAPACITANCE RANGE

＋0.014
－0.010

P.70 P.71 P.98 P.72 P.108P.12

Part Numbers Electrical Characteristics Packaging Reliability Data PrecautionsSelection Guide

50V 25V 16V25V

V

V

V

V

V

V

V

V

V

V

A

A

A

A

A

A

A

A

A

A

A

A

A

A

A

A

A

D

D

D

D

D

D

D

D

G

G

G

D

D

G

G

G

F

F

F

F

F

L

L

V

V

V

V

50V 16V 10V 10V

Type

Temp.Char

VDC

[pF:3digits]

391

471

561

681

821

102

122

152

182

222

272

332

392

472

562

682

822

103

123

153

183

223

273

333

393

473

563

683

823

104

107105 212 316

SDSD

50V 35V 16V 10V 25V

SD

35V

SD

Cap

[μF]

0.00039

0.00047

0.00056

0.00068

0.00082

0.001

0.0012

0.0015

0.0018

0.0022

0.0027

0.0033

0.0039

0.0047

0.0056

0.0068

0.0082

0.01

0.012

0.015

0.018

0.022

0.027

0.033

0.039

0.047

0.056

0.068

0.082

0.1

 SD ±10（K） 0.1max.

Series Code

〔％〕
Capacitance tolerance

tanδ〔％〕
Dissipation factor

        Letters in the table indicate thickness.   



70 9△！ △！ Please read the "Notice for TAIYO YUDEN products" before using this catalog.

　PART NUMBERS

■105TYPE （0402 case size）

±10％*
0.5±0.05

（0.020±0.002）

Thickness

〔mm〕（inch）
Capacitance

tolerance 

Soldering method

R:  Reflow soldering

W: Wave soldering

tan δ
Dissipation

factor

〔%〕Max.

Temperature

characteristics

Standard type

Capacitance

〔μF〕

EHS

（Environmental

Hazardous

Substances）
Rated Voltage Ordering code

    

■107TYPE （0603 case size）

±10％*
0.8±0.1

（0.031±0.004）

Thickness

〔mm〕（inch）
Capacitance

tolerance 

Soldering method

R:  Reflow soldering

W: Wave soldering

tan δ
Dissipation

factor

〔%〕Max.

Temperature

characteristics

Standard type

Capacitance

〔μF〕

EHS

（Environmental

Hazardous

Substances）
Rated Voltage Ordering code

    

■212TYPE （0805 case size）

±10％*

0.85±0.1
（0.033±0.004）

1.25±0.1
（0.049±0.004）

0.85±0.1
（0.033±0.004）

1.25±0.1
（0.049±0.004）

Thickness

〔mm〕（inch）
Capacitance

tolerance 

Soldering method

R:  Reflow soldering

W: Wave soldering

tan δ
Dissipation

factor

〔%〕Max.

Temperature

characteristics

Standard type

Capacitance

〔μF〕

EHS

（Environmental

Hazardous

Substances）
Rated Voltage Ordering code

    

■316TYPE （1206 case size）

±10％*

1.15±0.1
（0.045±0.004）

1.6±0.2
（0.063±0.008）

Thickness

〔mm〕（inch） 
Capacitance

tolerance 

Soldering method

R:  Reflow soldering

W: Wave soldering

tan δ
Dissipation

factor

〔%〕Max.

Temperature

characteristics

Standard type

Capacitance

〔μF〕

EHS

（Environmental

Hazardous

Substances）
Rated Voltage Ordering code

    

U M K 1 0 5 S D 3 9 1 K V
 U M K 1 0 5 S D 4 7 1 K V
 U M K 1 0 5 S D 5 6 1 K V
 T M K 1 0 5 S D 6 8 1 K V
 T M K 1 0 5 S D 8 2 1 K V
 T M K 1 0 5 S D 1 0 2 K V
 T M K 1 0 5 S D 1 2 2 K V
 E M K 1 0 5 S D 1 5 2 K V
 E M K 1 0 5 S D 1 8 2 K V
 E M K 1 0 5 S D 2 2 2 K V
 E M K 1 0 5 S D 2 7 2 K V
 L M K 1 0 5 S D 3 3 2 K V
 L M K 1 0 5 S D 3 9 2 K V
 L M K 1 0 5 S D 4 7 2 K V

50V

25V

16V

10V

RoHS
RoHS
RoHS
RoHS
RoHS
RoHS
RoHS
RoHS
RoHS
RoHS
RoHS
RoHS
RoHS
RoHS

0.00039
0.00047
0.00056
0.00068
0.00082
0.0010
0.0012
0.0015
0.0018
0.0022
0.0027
0.0033
0.0039
0.0047

Standard type 0.1 R

　　　*：The product with "J" tolerance of ±5% is also available. Please contact our local sales.

 U M K 1 0 7 S D 1 0 2 K A
 U M K 1 0 7 S D 1 2 2 K A
 U M K 1 0 7 S D 1 5 2 K A
 U M K 1 0 7 S D 1 8 2 K A
 U M K 1 0 7 S D 2 2 2 K A
 U M K 1 0 7 S D 2 7 2 K A
 U M K 1 0 7 S D 3 3 2 K A
 T M K 1 0 7 S D 3 9 2 K A
 T M K 1 0 7 S D 4 7 2 K A
 E M K 1 0 7 S D 5 6 2 K A
 E M K 1 0 7 S D 6 8 2 K A
 E M K 1 0 7 S D 8 2 2 K A
 E M K 1 0 7 S D 1 0 3 K A
 L M K 1 0 7 S D 1 2 3 K A
 L M K 1 0 7 S D 1 5 3 K A
 L M K 1 0 7 S D 1 8 3 K A
 L M K 1 0 7 S D 2 2 3 K A

50V

25V

16V

10V

RoHS
RoHS
RoHS
RoHS
RoHS
RoHS
RoHS
RoHS
RoHS
RoHS
RoHS
RoHS
RoHS
RoHS
RoHS
RoHS
RoHS

0.0010
0.0012
0.0015
0.0018
0.0022
0.0027
0.0033
0.0039
0.0047
0.0056
0.0068
0.0082
0.010
0.012
0.015
0.018
0.022

Standard type 0.1 R

　　　*：The product with "J" tolerance of ±5% is also available. Please contact our local sales.

 U M K 2 1 2 S D 3 9 2 K D
 U M K 2 1 2 S D 4 7 2 K D
 U M K 2 1 2 S D 5 6 2 K D
 U M K 2 1 2 S D 6 8 2 K D
 U M K 2 1 2 S D 8 2 2 K D
 U M K 2 1 2 S D 1 0 3 K D
 G M K 2 1 2 S D 1 2 3 K D
 G M K 2 1 2 S D 1 5 3 K D
 G M K 2 1 2 S D 1 8 3 K G
 G M K 2 1 2 S D 2 2 3 K G
 G M K 2 1 2 S D 2 7 3 K G
 E M K 2 1 2 S D 3 3 3 K D
 L M K 2 1 2 S D 4 7 3 K D
 L M K 2 1 2 S D 6 8 3 K G
 L M K 2 1 2 S D 8 2 3 K G
 L M K 2 1 2 S D 1 0 4 K G

50V

35V

16V

10V

RoHS
RoHS
RoHS
RoHS
RoHS
RoHS
RoHS
RoHS
RoHS
RoHS
RoHS
RoHS
RoHS
RoHS
RoHS
RoHS

0.0039
0.0047
0.0056
0.0068
0.0082

0.01
0.012
0.015
0.018
0.022
0.027
0.033
0.047
0.068
0.082

0.1

Standard type 0.1 R

　　　*：The product with "J" tolerance of ±5% is also available. Please contact our local sales.

 G M K 3 1 6 S D 3 3 3 K F
 G M K 3 1 6 S D 3 9 3 K F
 T M K 3 1 6 S D 4 7 3 K F
 T M K 3 1 6 S D 5 6 3 K F
 T M K 3 1 6 S D 6 8 3 K F
 T M K 3 1 6 S D 8 2 3 K L
 T M K 3 1 6 S D 1 0 4 K L

35V

25V

RoHS
RoHS
RoHS
RoHS
RoHS
RoHS
RoHS

0.033
0.039
0.047
0.056
0.068
0.082

0.1

Standard type 0.1 R

　　　*：The product with "J" tolerance of ±5% is also available. Please contact our local sales.
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C 0.2（0.008） 
0.3（0.012） 
0.3（0.012） 
0.45（0.018） 
0.3（0.012） 

0.5（0.020） 

0.5（0.020） 
0.8（0.031） 

0.8（0.031） 
0.5（0.020） 

0.6（0.024） 
0.45（0.018） 
0.85（0.033） 
1.25（0.049） 
0.85（0.033） 
0.85（0.033） 
0.85（0.033） 
1.15（0.045） 
1.25（0.049） 
1.6（0.063） 

0.85（0.033） 
1.15（0.045） 
1.5（0.059） 
1.9（0.075） 

2.0max（0.079） 

2.5（0.098） 

2.5（0.098） 

■ 　 Taped  packaging 　 

P 

P 

P 

K 

V, W 

W 

□ MK063 （ 0201 ） 

□ 

□WK105（0204） 

2K096 （ 0302 ） 

□ MK042 （ 01005 ） 

□ MK105 （ 0402 ） 
□ VK105 （ 0402 ） 

mm （ inch ） code 

Thickness （ EIA ） 
Type 

̶ 

̶ 

̶ 

̶ 

̶ 

̶ 

15000 

15000 

10000 

10000 

10000 

Standard  quantity 
[ pcs ] 

paper Embossed tape 

A 

B 

A 

K 

D 

G 

D 

D 

D 

F 

G 

L 

D 

F 

H 

N 

Y 

M 

□ WK107 （ 0306 ） 
□ MK107 （ 0603 ） 

□ 2K110 （ 0504 ） 

□ MK212 （ 0805 ） 
□ WK212 （ 0508 ） 

□ 4K212 （ 0805 ） 
□ 2K212 （ 0805 ） 

□ MK316 （ 1206 ） 

□ MK325 （ 1210 ） 

□ MK432 （ 1812 ） 

̶ 

̶ 

3000 

̶ 

̶ 

̶ 

3000 

2000 

2000 

2000 

500 

500（Ｔ）, 
1000（Ｐ） 

̶ V 

V 

4000 

0.45（0.018） 4000 K ̶ 

4000 

4000 ̶ 

4000 ̶ 

4000 ̶ 

4000 

4000 

̶ 

4000 

4000 

4000 

̶ 

̶ 

̶ 

̶ 

̶ 

̶ M 

　PACKAGING

　Taping material

※□WK

Top tape

※□WK 

Unit：mm （inch）

Please contact any of our offi ces for accepting your requirement accord-
ing to dimensions 0402, 0603, 0805.(inch)

  Minimum Quantity
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　PACKAGING

　 　Paper Tape（ ）（0.315inches wide）

2.0±0.052.0±0.05

T1

Unit：mm（inch）

Unit：mm（inch）

 
Type

    

 
（EIA）

  Chip cavity  Insertion Pitch Tape Thickness

  A B F K T

  

3.7

 

4.9

 

8.0±0.1

  

0.6max.
□MK432（1812）

 

（0.146）
 

（0.193）
 

（0.315±0.004）
 4.0max. 

（0.024max.）     （0.157max.） 

　Embossed tape（8mm ）（0.315inches wide）

Unit：mm（inch）

　Embossed tape（12mm ）（0.472inches wide）

 
Type

    

 
（EIA）

  Chip Cavity  Insertion Pitch Tape Thickness

  A B F T

 □MK107（0603） 1.0 1.8 4.0±0.1 1.1max.

 □WK107（0306） （0.039） （0.071） （0.157±0.004） （0.043max.）

 □2K110（0504）
 1.15 1.55 4.0±0.1 1.0max.

  （0.045） （0.061） （0.157±0.004） （0.039max.）

 
□MK212（0805） 

 □WK212（0508） 1.655 2.4 

 □4K212（0805） （0.065） （0.094） 4.0±0.1 1.1max.

 □2K212（0805）   （0.157±0.004） （0.043max.）

 □MK316（1206）
 2.0 3.6 

  （0.079） （0.142） 

Unit：mm（inch）

 
Type

    

 
（EIA）

  Chip Cavity  Insertion Pitch Tape Thickness

  A B F T

 □2K096（0302）
 0.72 1.02 52.0±0.05 0.45max.(0.018max)

  （0.028） （0.040） （0.079±0.002） 0.6max.(0.024max)

 □MK105（0402） 0.655 1.155 52.0±0.05 0.8max.

 □VK105（0402） （0.026） （0.045） （0.079±0.002） （0.031max.）

2.0±0.052.0±0.05

 
Type

    

 
（EIA）

  Chip cavity  Insertion Pitch Tape Thickness

  A B F K T

 □WK107（0306）
 1.0 1.8  1.3max. 0.25±0.1

  （0.039） （0.071）  （0.051max.） （0.01±0.004）
 

□MK212（0805）
 1.655 2.4 

  （0.065） （0.094） 4.0±0.1

 □MK316（1206）
 2.0 3.6 （0.157±0.004） 3.4max. 0.6max.

  （0.079） （0.142）  （0.134max.） （0.024max.）

 □MK325（1210）
 2.8 3.6  

  （0.110） （0.142）   

Type

（ＥＩＡ）
Chip Cavity Insertion Pitch Tape Thickness

Ａ Ｂ Ｆ Ｔ T1

□MK042（01005） 0.25

（0.010）
0.45

（0.018）
2.0±0.05

（0.079±0.002）
0.36max.

（0.014）
0.27max.

（0.011）

□MK063（0201） 0.37

（0.016）
0.67

（0.027）
2.0±0.05

（0.079±0.002）
0.45max.

（0.018）
0.42max.

（0.017）

□WK105（0204） 0.65

（0.026）
1.15

（0.045）
2.0±0.05

（0.079±0.002）
0.45max

（0.018max）
0.42max

（0.017max）

Unit：mm（inch）
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160mm
（6.3inches or more）

Direction of tape feed

100mm
（3.94inches or more）

400mm
（15.7inches or more）

　Reel size　

　Top Tape Strength　

~
The top tape requires a peel-off force of 0.1～0.7N in the direction of the 
arrow as illustrated below.

　PACKAGING
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　 1/2

－ ＋

－ ＋

MΩ MΩμF

tanδ

tanδ

tanδ

MΩμF MΩ

+24
－0

－3
+0

－0
+3
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　 2/2

：125±3℃

：1000        

×2

+48
－0

＋24
－0
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1/6

  107 212 316 325

  1.6 2.0 3.2 3.2

  0.8 51.25 1.6 2.5

 A 0.8～1.0 1.0～1.4 1.8～2.5 1.8～2.5

 B 0.5～0.8 0.8～1.5 0.8～1.7 0.8～1.7

 C 0.6～0.8 0.9～1.2 1.2～1.6 1.8～2.5

L

W

L

W

  042 063 105 107 212 316 325 432

  0.4 0.6 1.0 1.6 2.0 3.2 3.2 4.5

  0.2 0.3 0.5 0.8 51.25 1.6 2.5 3.2

 A 0.15～0.25 0.20～0.30 0.45～0.55 0.8～1.0 0.8～1.2 1.8～2.5 1.8～2.5 2.5～3.5

 B 0.10～0.20 0.20～0.30 0.40～0.50 0.6～0.8 0.8～1.2 1.0～1.5 1.0～1.5 1.5～1.8

 C 0.15～0.30 0.25～0.40 0.45～0.55 0.6～0.8 0.9～1.6 1.2～2.0 1.8～3.2 2.3～3.5

  212（2 ） 110（2 ） 096（2 ）

  2.0 1.37 0.9 

  1.25 1.0 0.6 

 a 0.5～0.6 0.35～0.45 0.25～0.35

 b 0.5～0.6 0.55～0.65 0.15～0.25

 c 0.5～0.6 0.3～0.4 0.15～0.25

 d 1.0 0.64 0.45 

L

W

  212（4 ）

  2.0

  1.25

 a 0.5～0.6

 b 0.5～0.6

 c 0.2～0.3

 d 0.5

L

W
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2/6

L

W

  105 107 212

  0.52 50.8 1.25

  1.0 1.6 2.0

 A 0.18～0.22 0.25～0.3 0.5～0.7

 B 0.2～0.25 0.3～0.4 0.4～0.5

 C 0.9～1.1 1.5～1.7 1.9～2.1
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3/6

・

　　　　a 0.3mm min 

　　　　b 100 ～120 μm 
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・

（℃）

（℃）
300

200

100

0

（℃）
300

200

100

0
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（℃）
400

300

200

100

0

⊿Ｔ

⊿Ｔ≦190℃（ ⊿Ｔ≦130℃（3225

5/6
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6/6

・ ・

　・ 

　・ 




