
892935 Golf Course Drive •  Ventura, CA 93003  •  (800) 628-4511  •  FAX (805) 339-0230  •  www.hollandelectronics.com

The gHs-*p series power passing to one-port split-
ters have been specifically designed to meet the highest  
electrical specifications. Careful isolation of the RF and DC 
path is required to prevent saturation / distortion of the fer-
rite core. This is been accomplished by using a separate 
DC bypass core, which can withstand higher impulse spikes 
before saturating than normal splitter cases.

SPECIALTY SPLITTERS

HSU SerieS SPLiTTerS

MOdELs GHs-2P : GHs-3P : GHs-4P 

MOdELs Hsu-2 : Hsu-3 : Hsu-4 : Hsu-8

•  1 ghz operation

•  low intermodulation distortion

•  high Voltage / current capability

fEAturEs

speciAltY dc/Ac power pAssing to 
one-port splitters

MOdEL GHs-2P MOdEL GHs-3P MOdEL GHs-4P

PAssiVEs

MOdEL Hsu-2 MOdEL Hsu-3 MOdEL Hsu-4 MOdEL Hsu-8

•  wide Frequency range

•  Heavy Duty Zinc Diecast Case

•  Anti-Corrosive Chromate Finish

•  precision Machined threads

•  dc power passing to all ports

fEAturEs

economY power pAssing cAtv splitters

The HSU splitter series are our low cost, using the 
same quality control standards and materials used in our  
premium performance lines. The HSU line is used with 
home or MDU systems in the 5 - 1000 MHz range and 
passes power between all ports.
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power passing spLiTTers

specificAtions

paraMeter
FreQuencY 
range (Mhz)

ghs-2p ghs-3p ghs-4p hsu-2 hsu-3 hsu-4 hsu-8

Insertion Loss 
(dB) (Max) 5 - 47 3.7      3.8 3.8 / 7.0 3.9 / 7.1 7.1      7.2 4.0 4.0 / 7.5 7.2 10

48 - 450 3.7      3.8 3.8 / 7.0 3.9 / 7.1 6.9      7.0 3.6 3.7 / 7.3 7.2 11

451 - 750 3.9      4.0 3.8 / 7.1 3.9 / 7.1 7.1      7.2 3.7 3.8 / 7.8 7.9 12.2

751 - 1000 4.0      4.1 4.0 / 7.6 4.1 / 7.7 7.6      7.7 4.2 4.0 / 8.2 8.5 13

Isolation (dB) 5 - 47 21      20 22      20 22      20 15 25 16 20

48 - 450 23      22 26      24 26      24 23 23 20 22

451 - 750 23      22  25      22 25      23 25 21 17 22

751 - 1000 21      20 22      20 22      20 23 20 18 20
Input Return 
Loss (dB)(Min) 5 - 47 22      20 22      20 20      21 15 12 12 18

48 - 450 24      22 25      23 26      23 21 22 16 20

451 - 750 24      22 24      22 24      22 21 25 21 20

751 - 1000 21      20 22      20 22      20 20 20 15 18
Output Return 
Loss (dB)(Min) 5 - 47 22      21 23      21 23      21 - - - -

48 - 450 28      25 28      25 28      26 - - - -

451 - 750 25      23 25      23 25      23 - - - -

751 - 1000 21      20 23      21 23      21 - - - -

TYP.    QC. TYP.    QC. TYP.    QC.

power inserters

power passing 
speciFications

ghs-*p hsu-*

Voltage (Max) 30V 30V

Current Rating (Max.) 750mA 750mA

NOtE: All specifications typical unless otherwise noted

speciAl cAse 2-wAY splitters

MOdEL HCdA-Pi
f tYPE Pi, 1 GHz

MOdEL GHs-2tL 
sidE POrt iNPut, 

MiNi CAsE

MOdEL Hrf Pi
f tYPE Pi, 2300 MHz,

siNGLE LEG dC

MOdEL Ms-2d 
wALL PLAtE MOuNt

MOdEL Hrf PiB
f tYPE Pi, 2300 MHz,

BOtH LEGs dC

MOdEL Gds-2V 
t-tYPE

PAssiVEs




