
Product datasheet
Characteristics

GV7AC01
TeSys GV5 - long terminal shields IP40

Main
Range TeSys
Product or component type Long terminal shield
Device short name GV7AC
Range compatibility TeSys GV5
Accessory / separate part category Insulation accessories

Complementary
IP degree of protection IP40
Kit composition IP55 sealing kit
Quantity per set Set of 1
Net weight 0.145 kg

Offer Sustainability
REACh Regulation REACh Declaration
EU RoHS Directive Compliant

EU RoHS Declaration
Mercury free Yes
RoHS exemption information Yes
China RoHS Regulation China RoHS declaration

Product out of China RoHS scope. Substance declaration for your information
WEEE The product must be disposed on European Union markets following specific waste collection and

never end up in rubbish bins

Contractual warranty
Warranty 18 months
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=42900064&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=42900064&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=42900064&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=42900064&lang=en-us


Product datasheet
Dimensions Drawings

GV7AC01

Motor Circuit Breakers with Terminal Shields or Phase Barriers GV7R + GV7AC01 or AC04

(2) Phase barriers: GV7AC04.
(3) Terminal shields: GV7AC01.
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