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LS3E Heat Shrink Wire Markers 
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• Pan-Quik ™ LS3E Hand-Held Printer and 
Accessories
 

• Produce durable, high quality permanent heat shrink markers
• Pre-cut tubing mounted on plastic carrier
• Flattened polyolefin material
• Service Temperature Range: -22°F to 220°F (-30°C to 105°C)
• Shrink Ratio 3:1 at 212°F (100°C)
• Meets UL Standard 224 for flammability  
  

Part Number H100X044F13

Product Family LS3E Heat Shrink Wire Markers

RoHS Compliant Compliant

Part Description White, 1/4" diameter polyolefin, 100/roll

Color White

Length (In.) .44

Length (mm) 11.18

Width (In.) 1.00

Width (mm) 25.40

Markers Per Roll 100

Max. Wire O.D. (In.) .25

Max. Wire O.D. (mm) 6.35

Min. Cable O.D. (In.) .08

Min. Cable O.D. (mm) 2.03

Nominal Cable O.D. (In.) .08-.16

Std. Pkg. UOM RL

UOM RL

Std. Pkg. Qty. 1

Min. Order Qty 1

BOM Qty. (# of Pkgs.)  

Add to My Catalog  

Please register to utilize the 'Bill of Materials', 'Submit Quotes' and 'My Catalog' features.
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