
in
di

ca
to

rs

70

5.138.1 Ø16.0

5.122.310.4

1.321.3

Ø15.0

Starlock fixing

22.2

14.9

3.3
8.353.7

32.2

Ø14.6

5.0 22.8


9.9


Ø13.6

Ø18.311.418.0

Ø16.0

Ø15.921.610.5 3.2

UL file E63363

RoHS RoHS compliant

Approvals shown for neon versions only

67 Chrome bezel

180AA

177 Chrome bezel

2870

81 Chrome bezel

589

WL

C 6.3

K 2.8

H 4.8

WL

C 6.3

K 2.8

H 4.8

WL

C 6.3

12.7

12.0max

page 6

12.7

1.14max

page 6

12.7

19.0max

page 6

12.7

0.75-2.0

page 6

12.7

0.8-1.5

page 6

12.7

9.5

page 6

WL

C 6.3

K 2.8

H 4.8

WL

C 6.3

K 2.8

H 4.8

WL

TERM PANEL & ˚C DIMENSIONS (mm)SERIES MODEL

FL Filament

LE LED (AC)

NL Neon

LE LED (DC)

FL Filament

LE LED (AC)

NL Neon

LE LED (DC)

FL Filament

NL Neon

LE LED (DC)

LE LED (DC)

NL Neon

LE LED (DC)

LE LED (DC)

NL Neon

LE LED (DC)

LE LED (DC)

NL Neon

LE LED (DC)

LE LED (AC)

LE LED (AC)

Indicator Lights Neon, LED and Incandescent Lamp

Colours and voltages:

Neon Available with Red, Amber, Green or Clear lenses
100/130V (marked 110V), 200/250V (marked 230V)

LED - DC Red, Yellow, Green, Blue, White
2.0/2.2V Resistors for other voltages available.

LED - AC Red, Yellow, Green, Blue, White
110-230V ac operation.

Incandescent Available with Red, Amber, Green, Clear or Blue
lamp lenses 6V, 12/14V, 24/28V.

� Neon, LED, mains LED or
filament lamp

� Bezel sizes from 6.7 to 16.3mm
diameter

� Red, amber, green and clear
lenses

� Red, yellow, green, blue and
white LEDs

� Wide choice of styles

DC

AC
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indicators

71

3.225.410.0 Ø15.9

5.122.310.4 Ø16.3

15.0
max

Ø22.9

26.9 Ø22.9

579

180BB Chrome bezel WL

C 6.3

WL

C 6.3

K 2.8

H 4.8

13.5

0.9-1.14

page 6

14.0

2.5max

page 6

C 6.3 19.0

4.0max

page 6

392

ORDER FORMAT example

NL 2820 C 2R

SERIES MODEL TERMINAL VOLTAGE & COLOR
CODE CODE CODE see p6

TERM PANEL & ˚C DIMENSIONS (mm)SERIES MODEL

FL Filament

NL Neon

LE LED (DC)

FL Filament

LE LED (AC)

NL Neon

LE LED (DC)

FL Filament

LE LED (AC)

NL Neon

LE LED (DC)
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