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Masking Tapes

Newark.com/multicomp-pro
Farnell.com/multicomp-pro
Element14.com/multicomp-pro

Description
This is a medium adhesion tape ideal for paint masking on multiple surfaces, including painted walls and trim, woodwork, 
glass and metal. It can be removed cleanly from the surface for up to 14 days even in direct sunlight.

MP700328 MP700329 MP700330 MP700331 MP700332

MP700324MP700323 MP700325 MP700326 MP700327

Product Characteristic Value
Backing Crepe Paper
Adhesive Acrylic
Standard Roll Length 60 yards (54.8 m)
Colour Blue

Typical Physical Properties Value

Note: The following technical information and 
data should be considered representative  
or typical only and should not be used for 
specification purposes.

Adhesion to Steel 23 oz./in. ASTM D-3330
Tensile Strength 27 lbs./in. ASTM D-3759
Elongation at Break 7% ASTM D-3759
Total Thickness 5.4 mils ASTM D-3652
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Important Notice : This data sheet and its contents (the “Information”) belong to the members of the AVNET group of companies (the “Group”) or are licensed to it. No licence is granted for 
the use of it other than for information purposes in connection with the products to which it relates. No licence of any intellectual property rights is granted. The Information is subject to change 
without notice and replaces all data sheets previously supplied. The Information supplied is believed to be accurate but the Group assumes no responsibility for its accuracy or completeness, 
any error in or omission from it or for any use made of it. Users of this data sheet should check for themselves the Information and the suitability of the products for their purpose and not make 
any assumptions based on information included or omitted. Liability for loss or damage resulting from any reliance on the Information or use of it (including liability resulting from negligence or 
where the Group was aware of the possibility of such loss or damage arising) is excluded. This will not operate to limit or restrict the Group’s liability for death or personal injury resulting from its 
negligence. Multicomp Pro is the registered trademark of Premier Farnell Limited 2019.

Part Number Table

Description Part Number
Masking Tape, Blue, 1/8" × 60yd MP700323
Masking Tape, Blue, 1/4" × 60yd MP700324
Masking Tape, Blue, 1/2" × 60yd MP700325
Masking Tape, Blue, 3/4" × 60yd MP700326
Masking Tape, Blue, 1" × 60yd MP700327
Masking Tape, Blue, 1-1/2" × 60yd MP700328
Masking Tape, Blue, 2" × 60yd MP700329
Masking Tape, Blue, 3" × 60yd MP700330
Masking Tape, Blue, 4" × 60yd MP700331
Masking Tape, Blue, 6" × 60yd MP700332

Features/Advantages Benefits
Feature 
(HAS)

Advantage 
(WHICH MEANS)

Benefit 
(SO THAT)

Acrylic Adhesive Adhesive Transfer Resistance Sticks easily to the surface and stays intact upon 
removal /reduces labour and rework

Increased Light and UV Stability Clean removal / reduces labour
Medium adhesion Easy to use/reduces labour

Controlled tack
Minimal adhesion build over time with clean and 
safe removal / reduces rework and labour, and 
helps to produce high-quality results

Crepe Paper Backing Smoothness Consistent surface contact and secure holding 
power

Conformability Easy handling/helps reduce overall project time
Strong Removes from surface without tearing

Backing Saturant Easy Tear Good handling/helps reduce waste

Solvent and Moisture Resistance Resists paint bleed-through and adhesive 
doesn’t soften or transfer when tape is wet

Backsize Treatment Controlled Unwind Easy to use/smooth unwind

Warnings:
• Do not use with or on nitrocellulose lacquer coatings
• Do not use on wallpapers, unpainted wallboard, wood floors or poorly bonded finishes.

https://www.newark.com/multicomp-pro
https://www.farnell.com/multicomp-pro
https://element14.com/multicomp-pro

