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tooless c5e keystone jacks

CAT5e feedthrough
RJ-45 couplers

CATEGORY 3 MODULAR JACKS

Quest offers 6 position, 6 contact and 8 position, 8 contact

Category 3 modular jacks which fit most keystone faceplates,

surface mount boxes or panels that accept keystone jacks.

They can be wired without tools using the termination cap

and insulation displacement contacts for ease of installation

of all 4 pairs simultaneously. Wire range is 22~26 AWG solid

or stranded. Also available in 110 style.

NKJ-4601 BLACK 6P / 6C CATEGORY 3 MODULARJACK 3

NKJ-4607 IVORY 6P / 6C CATEGORY 3 MODULARJACK 3

NKJ-4608 WHITE 6P / 6C CATEGORY 3 MODULAR JACK 3

NKJ-4801 BLACK 8P / 8C CATEGORY 3 MODULAR JACK 3

NKJ-4101 BLACK CAT 3/4 110 STYLE KEYSTONE JACK 4

NKJ-4102 BLUE CAT 3/4 110 STYLE KEYSTONE JACK 4

NKJ-4107 IVORY CAT 3/4 110 STYLE KEYSTONE JACK 4

NKJ-4108 WHITE CAT 3/4 110 STYLE KEYSTONE JACK 4

New Tooless RJ-45 CAT5e keystone jacks can be quickly

terminated without punch-down tools. Simply prep the cable,

remove the locking collar, lift the hinged contact cover, insert

the pairs and manually press down the contact cover. Replace

the locking collar and your’e done! Terminate jacks in seconds

with total confidence!.

NKJ-5301 BLACK C5E RJ45 TOOLESS KEYSTONE JACK 1

NKJ-5302 BLUE C5E RJ45 TOOLESS KEYSTONE JACK 1

NKJ-5307 IVORY C5E RJ45 TOOLESS KEYSTONE JACK 1

NKJ-5308 WHITE C5E RJ45 TOOLESS KEYSTONE JACK 1

CAT5e rated feed through RJ-45 couplers allow for coupling

2 RJ-45 data cables and with the ability to mount in modular

faceplates, surface mount boxes or panels that accept keystone

jacks. Available in black or white.

NKJ-5002 BLACK C5E PANEL FEEDTHROUGH COUPLER 2

NKJ-5003 WHITE C5E PANEL FEEDTHROUGH COUPLER 2

FIG. 1

FIG. 2

FIG. 3

FIG. 4

Please see Quest Full Line Catalog #Q700

for complete interconnect products
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modular connectors

data in-line couplers

b-wire connectors

Quest’s B-connectors also known as “beanies” are designed

to accept up to four strands of solid or stranded 22 AWG

unstripped wires. Simply insert wire and crimp.

TBN-1001 B-WIRE CONNECTORS-WHITE 11

blank face plates

description fig.

Blank faceplates are utilized for covering unused single-gang

receptacles or surface mount electrical boxes or outlets.

Available in ivory or white.

NFP-1007 BLANK SINGLE-GANG FACEPLATE-IVORY 12

NFP-1008 BLANK SINGLE-GANG FACEPLATE-WHITE 13

In addition to the cross-wired telephone couplers, Quest now

offers straight-through connected couplers for data applications.

Available in 4, 6 and 8 conductor in ivory or white.

NTC-0421 IVORY 4C IN-LINE COUPLER DATA WIRED 9

NTC-0422 WHITE 4C IN-LINE COUPLER DATA WIRED 10

NTC-0621 IVORY 6C IN-LINE COUPLER DATA WIRED 9

NTC-0622 WHITE 6C IN-LINE COUPLER DATA WIRED 10

NTC-0821 IVORY 8C IN-LINE COUPLER DATA WIRED 9

NTC-0822 WHITE 8C IN-LINE COUPLER DATA WIRED 10

Quest now offers RJ-45 3-contact solid and shielded modular

plugs for solid or stranded and 10 conductor modular plugs

for solid or stranded. Also new is the 2 piece CAT 5e RJ45

modular plug for round or stranded

NMP-8325 8P8C ROUND SOLID - 50u”” GOLD 3 CONTACT” 5

NMP-8425 8P8C ROUND SOLID - 50u””  SHIELDED” 6

NMP-8510 10 CONDUCTOR FLAT MODULAR PLUG 7

NMP-8625 2PC ROUND/SOLID C5E RJ-45 MOD PLUG 50 GOLD 8
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Please see Quest Full Line Catalog #Q700

for complete interconnect products


