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Compatibility Chart

Material Dash Number Material Description RT Specification

-3 Polyolefin, Semi-Rigid RT-301
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Ref.

b
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Heatshrink Boot, Straight, 7.9/3.8 mm 0.97
(24.6)

0.39
(9.9)

0.97
(24.6)

0.21
(5.3)

1.5
(38.1)

0.86
(21.8)

0.36
(9.1)

0.06
(1.52) PP000001

Heatshrink Boot, Straight, 9.9/5.3 mm 1.12
(28.4)

0.56
(14.2)

1.12
(28.4)

0.26
(6.6)

2.02
(51.3)

1.1
(27.9)

0.51 
(13)

0.07
(1.78)

PP000002

Heatshrink Boot, Straight,14.2/6.6 mm 1.22
(31)

0.7
(17.8)

1.22
(31)

0.29
(7.4)

2.63
(66.8)

1.4
(35.6)

0.7
(17.8) PP000003

Heatshrink Boot, Straight,17.8/7.4 mm 1.42
(36)

0.86
(21.9)

1.42
(36)

0.34
(8.6)

2.9
(73.7)

1.63
(41.4)

0.63 
(16) PP000004

Table of Dimensions

Notes :

Dimensions appearing in table are as follows:

a - As supplied.
b - After unrestricted recovery.

Dimensions : Inches (Millimetres)
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