
PX0941/xx/x

� Flange mounting connector

� Supplied with high grade
sealing gasket

� Supplied with sealing
grommets for panel fixing
screws (M6 thread
recommended)

� Mates with PX0911/xx/x
and PXA911/xx/x

Flange Mounting

PX0941/02/P 2 pole Plug PX0941/02/S 2 pole Socket
PX0941/03/P 3 pole Plug PX0941/03/S 3 pole Socket
PX0941/04/P 4 pole Plug PX0941/04/S 4 pole Socket
PX0941/05/P 5 pole Plug PX0941/05/S 5 pole Socket
PX0941/07/P 7 pole Plug PX0941/07/S 7 pole Socket
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Chassis Mounting

PX0931/02/P 2 pole Plug PX0931/02/S 2 pole Socket
PX0931/03/P 3 pole Plug PX0931/03/S 3 pole Socket
PX0931/04/P 4 pole Plug PX0931/04/S 4 pole Socket
PX0931/05/P 5 pole Plug PX0931/05/S 5 pole Socket
PX0931/07/P 7 pole Plug PX0931/07/S 7 pole Socket

PX0931/xx/x

� Chassis mounting
connector

� Anti-rotation key

� High grade sealing gasket

� 3-7mm panel thickness

� Mates with PX0911/xx/x
and PXA911/xx/x
connectors
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