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Our Most Important Connection is with You.™

Go online for data sheets & assembly instructions. Visit www.radiall.com and enter the part number.

Figure Part number Color Description

R941 330 000 Black

- Tin-plated solder cup or
-  Rear socket for 2mm banana plug

(14 AWG)

R941 331 000 Red

R941 332 000 Green

R941 333 000 Blue

R941 334 000 Yellow

R941 336 000 White

R941 340 000 Black

- Tin-plated solder cup or
-  Screw tightening or
-  Rear socket for 2mm banana plug

(14 AWG)

R941 341 000 Red

R941 342 000 Green

R941 343 000 Blue

R941 344 000 Yellow

R941 346 000 White

R941 460  000 Black
- Stackable banana with quick-grip clamp for stripped cable 
- 2 & 4mm socket for banana plugs

R941 461 000 Red

Plugs
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INSULATED BANANA PLUGS

Figure Part number Description Panel drilling

R941 619 000 Solder cup 
Cup tripping dimension 4mm

(14 AWG)

P01
R941 629 000 
(nickel plated 

version)

Sockets

UNINSULATED PANEL SOCKETS (DP)

INSULATED PANEL SOCKETS (DPI)

Figure Part number Color Description Panel drilling

R941 920 001 Black

Tin-plated solder cup UL 94V-0  
thermoplastic insulation P06

R941 921 001 Red

R941 922 001 Green

R941 923 001 Blue

R941 924 001 Yellow

R941 926 001 White




