
ptfe iNsulateD equipMeNt Wire to bs 3g 210
uNscreeNeD type b aND Nb

size Number
of

strands

Nominal 
diameter of 

strands
mm

Nom. 
diameter of 
conductor

mm

Max Weight

kg/km

Max resistance
Ω/km @ 20ºc

b Nb

26

23

32

30

28

26

24

26

24

22

20

18

1

1

7

7

7

7

7

19

19

19

19

19

0.400

0.600

0.240

0.300

0.360

0.450

0.600

0.500

0.600

0.750

1.000

1.250

146.0

64.3

558.0

353.0

244.0

159.0

88.30

130.0

89.8

58.6

32.5

20.6

1.00

1.20

0.84

0.90

0.96

1.05

1.20

1.10

1.20

1.35

1.60

1.85

2.56

4.38

1.44

1.75

2.10

2.74

3.95

3.09

3.89

5.44

8.43

12.11

0.400

0.600

0.080

0.100

0.120

0.150

0.200

0.100

0.120

0.150

0.200

0.250

size Number
of

strands

Nominal 
diameter of 

strands
mm

Nom. 
diameter of 
conductor

mm

Max Weight

kg/km

Max resistance
Ω/km @ 20ºc

c Nc

19

32

30

28

26

24

26

24

22

20

18

16

14

12

10

1

7

7

7

7

7

19

19

19

19

19

19

19

19

37

0.900

0.240

0.300

0.360

0.450

0.600

0.500

0.600

0.750

1.000

1.250

1.500

1.675

2.250

2.800

28.5

558.0

353.0

244.0

159.0

88.30

130.0

89.8

58.6

32.5

20.6

14.3

11.4

6.28

4.01

28.6

605.0

377.0

258.0

166.0

91.2

139.0

94.9

61.3

33.6

21.2

14.6

11.6

6.38

4.08

9.94

2.52

2.90

3.31

4.04

5.42

4.45

5.36

7.08

10.33

14.30

19.25

23.90

38.50

56.00

0.900

0.080

0.100

0.120

0.150

0.200

0.100

0.120

0.150

0.200

0.250

0.300

0.335

0.450

0.400

proDuct characteristics: 
cable characteristics 
Temperature rating: Type B - 190°C 
 Type NB - 260ºC  
Voltage rating: 600 Volts

proDuct characteristics: 
cable characteristics 
Temperature rating: Type C - 190°C 
 Type NC - 260°C  
Voltage rating: 1000 Volts

ptfe iNsulateD equipMeNt Wire to bs 3g 210
uNscreeNeD type c aND Nc

DATA REF: IND08
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The information contained in this document is valid and correct at the time of issue. However, we reserve the right 
to modify details without notice in the light of subsequent Standard / Specification changes and ongoing technical 
developments. Diagram colours are used for representation only.
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