
C L A S S

2.06 Max.
(52.3)

1.52
(38.6)

1.60
(40.6)

0.40
(10.1)

8-32
Stud

1.21
(30.7)

.310
(7.8)

1.52
(38.6)

1.52
(38.6)

PLUG-IN,
PLAIN COVER,
NO STUD

3 Standoffs on Stud Mount
Covers only. (Typical)

STUD MOUNT

.250 x .030 Q.C.
Terminal (Typical)

1.56
(39.7)

1.56
(39.7)
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1.56
(39.7) 1.56

(39.7)
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.110 x .010 Q.C.
Coil Terminal (Typical)

W97ACSX-3
W97ACSX-4

W97CSX-1
W97CSX-2

W97ACPX-2
W97ACPX-3
W97ACPX-4

W97CPX-1
W97CPX-2

COIL   Measured @ 25˚C
Nominal

Input
Voltage

PLAIN COVER, PLUG-IN (NO STUD)

STUD MOUNTING STYLE

PART
NUMBERS

-

-
50
200

-
-

-
50
200

8 VA
8 VA

2.5 W
2.5 W

8 VA
8 VA
8 VA

2.5 W
2.5 W

120 VAC
240 VAC, 60 HZ
220 VAC, 50 HZ
12 VDC
24 VDC

24 VAC
120 VAC
240 VAC, 60 HZ
220 VAC, 50 HZ
12 VDC
24 VDC

Nominal
Resistance

(Ohms)

PART NUMBERS SHOWN ALSO AVAILABLE THRU STOCKING DISTRIBUTION.

1 2

CLASS 97 POWER RELAY
PLUG-IN OR SIDE STUD MOUNT

  25 AMPS METAL ENCLOSED  POWER RELAY
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3 4 5 6

WIRING SCHEMATIC
Viewed from Terminal End

OUTLINE DIMENSIONS
Dimensions shown in Inch & (Millimeter)

Nominal
Power

UL Recognized
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