
246 THREADED SCREWS

for Linear Actuators
Threaded Screw

ORDER IDENTIFIER

ZST6-1-  

200-1 = screw length 200mm with 

standard end finishing

TECHNICAL DATA

Screw material Stainless (not resistant to acid and salt water)

Tensile strength 760 N/mm²

Thread pitch delay mm/on section ± 0.1/300mm
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Available Screw Lengths
mm

Material Number

ZST3.5-1 1 3.5 2.3 L.....-T3.5x1 ±0.06 200,500 1.4404

ZST6-1 1 6 4.7 L.....-T6x1 ±0.05 200, 300, 1050 1.4021

ZST6-2 2 6 4.7 L.....-T6x2 ±0.05 200, 300, 1500 1.4404

ZST5-2 2 5 3.7 L.....-T5x2 0.1 200, 300, 1000 1.4404

ZST5-5 5 5.4 3.6 L.....-T5x5 ±0.1 200, 300, 1050 1.4021

ZST10-2 2 9.7 8.2 L.....-T10x2 ±0.07 200, 300, 1050 1.4021

ZST10-6 6 10 6.5 L.....-T10x6 ±0.05 200, 300, 1000 1.4021

ZSM6-1 1 6 5 L.....-M6x1 ±0.08 200, 300, 1000 1.4401

*The ends of the ZSM6-1 screw and the screws >500 mm are not machined

*


